
Features: 
• SAFE, COMPACT AND EASILY 

ASSEMBLED
• SINGLE ENCLOSURE “H” CONDUCTOR
• GALVANIZED STEEL
• VERTICAL OR HORIZONTAL 

INSTALLATION
• 600 V AC / 600 V DC WORKING VOLTAGE
• UP TO 110 AMPS CONTINUOUS DUTY 

RATING
• SINGLE BOLT ANCHORING
• WATER AND DUST RESISTANT 

ENCLOSURES
• -25° TO 85°C (-13° TO 185°F)

GLEASON® - JD100 SERIES 
CONDUCTOR BAR SYSTEMS

®

applications:
• OVERHEAD CRANES
• HOISTS
• STEEL MILLS
• SHIPBUILDING
• INDUSTRIAL PLANTS
• POWER PLANTS
• WAREHOUSES
• CONTAINER PORTS
• GENERAL INDUSTRY
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MODEL 
NUMBER

RATED 
CURRENT

RAIL 
LENGTH

MAXIMUM 
SPEED/MIN.

HANGER
SPACING

BAR SPACING
CL TO CL

EXPANSION
JOINT ENCLOSURE

M (FT) M (FT) M (FT) MM (IN) M (FT)  MM (IN)
JD100 110 4.5 (14.8) 300 (984) 1.2 (3.94) 45.5 (1.79) 100 (328) 27 x 22 (1.06 x .87)

Model No.   JDC-K-1
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4 Bar, Single Bolt Hanger:

Single Hanger / Anchor:

Support 

1
0
.
5

51 2551 5151 51 51

50
32 4

L

25

SN Specification Code L(mm) unit Qty. Remark

1 JDS-460 005460 460 Pair 1 ＄2.50 

2 JDS-535 005535 535 Pair 1 ＄3.50 

3 JDS-610 005610 610 Pair 1 ＄4.50 

 

1

Model L
mm (in)

JDS-460 460 (18)

JDS-535 535 (21)

JDS-610 610 (24)

Mounting Brackets:

Model No.   JDCII-X-M

Hanger Model No.   JDCII-X-1

Anchor Model No.   JDCII-G-1
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MODEL
NUMBER

Single Collector

RATED 
CURRENT

SHUNT 
SIZE

MAXIMUM 
SPEED

M/MIN (FT. MIN.)

COLLECTOR 
HEAD

MOVEMENT
Horizontal / Vertical (in)

CONNECTOR 
ARM TO BAR

WEIGHT
SINGLE SHOE

JD-150 150 16 mm2 300 (984) ± 20 / ± 20 (.78 / .78) 250 mm (10") 2.2 kg (4.85 lbs.)

Joint Connector:

Single / Tandem Current Collector:
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Joint Connector Cover:

End Caps:

5

Model No.   JDC-AL-I

Model No.   JDC-D-I



Gleason Reel Corp. | 600 S. Clark St., Mayville, WI 53050 | PH 920-387-4120 | www.hubbell-gleason.com

CONDUCTOR BARS

6

17

tmax tmin

+110

+100

+90

+80

+70

+60

+50

+40

+30

+20

+10

-10

-20

-30

0

0 5 10 15 20 25 30 35 40 45 50

间隙（mm）

 

 

 

 

 
 

Device on the maintenance section

d) Method for fixing the clearance: 
The clearance X in the centralized compensation is correlated to the temperature at mounting and 

the local temperature difference, and it can be calculated as per the chart below: 

E.g.: In a place 
where the maximum temperature: Tmax = 60℃ 

Minimum temperature: Tmin = 0℃ 

Temperature at mounting: T = 20℃ 

Refer to the chart: X = 30mm 
Note:

1. The clearances at both ends of the expansion section 
are the same, i.e. X in the chart. 

2. When a horn mouth is used as the expansion section, 
the clearance shall be 2X. 

3. Refer to the chart and line the local maximum temperature and the minimum temperature; and then draw another line from 
the mounting temperature along the horizontal axis, the cross point will be corresponding to the value of X. 

8. Maintenance section: 

Spec. Code 
Spaced

amount (mm) 
Applicability

JDC-J-150 110801 20～30 150A～200A

JDC-J-250 110802 20～30 200A～320A

JDC-J-1250 110803 30～50 320A～1250A

JDC-J-2400 110804 30～100 1250A～2400A

(It is used for maintaining the crane at shutdown. Generally a maintenance section is required 
if two or more current using devices are distributed on a same line, it is usually mounted at two ends 
of the line without influence the stop of the device to be maintained.) The maintenance section and the 
spaced amount are set as per the different working conditions, number of cranes and the technical 
requirement for production. 

Notice: Terminal points must be set separately when wiring the maintenance section, the terminals of 
the cable can not be directly connected to any bolt on the maintenance section, or the bolt may be burnt up 
by electricity, and thus the device on the maintenance section may become abnormal. Please connect as per 
the figure below: 

Shanghai Pubang mechanism and electric manufacture co., Ltd.

No. 60 Jinfu Road, Baoshan District,Shanghai PRC E-mail：liushi@pubang.sh.cn  http://www.pubang.sh.cn

JDC series

Maintenance Section:

Expansion Section:

Maintenance section (spacing section)

2,500 1,000 2,500

Power PointPower PointPower Point

Maintenance section (spacing section)

SN Specification Code unit Qty. Remark

1 JDC-150 111801 Meter 6

2 JDC-200 111802 Meter 6

3 JDC-250 111803 Meter 6

4 JDC-320 111804 Meter 6

5 JDC-450 111805 Meter 6

6 JDC-600 111806 Meter 6

7 JDC-800 111807 Meter 6

8 JDC-1000 111808 Meter 6

9 JDC-1250 111809 Meter 6

10 JDC-1500 111810 Meter 6

11 JDC-1800 111811 Meter 6

12 JDC-2400 111812 Meter 6

1 JDCII-150 121801 Meter 6

2 JDCII-200 121802 Meter 6

3 JDCII-250 121803 Meter 6

4 JDCII-300 121804 Meter 6

5 JDCII- 450 121805 Meter 6

6 JDCII-630 121806 Meter 6

7 JDCII-800 121807 Meter 6

8 JDCII-1000 121808 Meter 6

9 JDCII-1250 121809 Meter 6

10 JDCII-1450 121810 Meter 6

1 JDU-250 211801 Meter 6

2 JDU-320 211802 Meter 6

3 JDU-450 211803 Meter 6

4 JDU-600 211804 Meter 6

5 JDU-800 211805 Meter 6

6 JDU-1000 211806 Meter 6

7 JDU-1250 211807 Meter 6

8 JDU-1500 211808 Meter 6

9 JDU-1800 211809 Meter 6

10 JDU-2400 211810 Meter 6

11 JDU-3200 211811 Meter 6

12 JDU-3600 211812 Meter 6

 

1
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General Arrangement:

 1. End Cap   2. Collector Assembly 3. Bar Connector and Cover 4. Hanger/Anchor
 5. Conductor Bar   6. Cover w/ Power Supply to Bar Connector
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JDC series

Mounting Methods:
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Angle steel                                                      Flat steel

Notice: The side sliding mounting mode has a higher fault rate when comparing with the bottom sliding mounting mode.

Two most common mounting modes: side mounting (vertical) (a) and horizontal mounting (b) 
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APPLICATION PHOTOS
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