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CC125R3

Ring Type, Closed Mesh  Inches (cm)

Cable Dia. 
Range
Inches (cm)

.50"-.62"

(1.27-1.57)

.63"-.74"  

(1.60-1.88)

.75"-.99"

(1.90-2.51)

1.00"-1.24"

(2.54-3.15)

1.25"-1.49"

(3.17-3.78)

1.50"-1.74"

(3.81-4.42)

Length
Inches (cm)

8"

(20.32)

9"  

(22.86)

11"

(27.94)

12"

(30.48)

12�"

(31.75)

14"

(35.56)

Conduit
Trade Size 
Inches

Catalog Number — Material Tin-Coated Bronze  
Approx. Breaking Strength Lbs. (N)

¾" CC050R34

440 (1,957)

— — — — —

1" CC050R1

480 (2,135)

CC062R1

790 (3,514)

— — — —

1¼" CC050R114

450 (2,002)

CC062R114

740 (3,292)

CC075R114

1,030 (4,581)

— — —

1½" — CC062R112

690 (3,069)

CC075R112

980 (4,359)

CC100R112

590 (2,624)

— —

2" CC050R2

370 (1,645)

CC062R2

640 (2,847)

CC075R2

920 (4,092)

CC100R2

1,520 (6,761)

CC125R2

1,610 (7,161)

—

2½"

—
— — — — CC150R212

1,610 (7,161)

3" — — CC075R3

820 (3,647)

CC100R3

1,340 (5,960)

CC125R3

1,400 (6,227)

CC150R3

1,490 (6,627)

4" — — CC075R4

720 (3,203)

CC100R4

1,160 (5,160)

CC125R4

1,205 (5,338)

—

Cable Dia. 
Range
Inches (cm)

1.75"-1.99" 

(4.44-5.05)

2.00"-2.49" 

(5.08-6.32)

2.50"-2.99" 

(6.35-7.59)

3.00"-3.49" 

(7.62-8.86)

3.50"-3.99" 
(8.89-10.13)

Length
Inches (cm)

15"
(38.10)

16�"

(41.91)
18"

(45.72)
20"

(50.80)
21"

(53.34)

Conduit
Trade Size 
Inches

Catalog Number — Material Tin-Coated Bronze  
Approx. Breaking Strength Lbs. (N)

2½" CC175R212 

2,150 (9,563)

— — — —

3" CC175R3 

1,990 (8,851)

CC200R3 

3,260 (14,500)

— — —

3½" — CC200R312

2,970 (13,211)

CC250R312

3,260 (14,500)

— —

4" CC175R4

1,667 (7,410)

CC200R4

2,670 (11,876)

CC250R4

2,890 (12,855)

CC300R4

4,080 (18,148)

—

5" — — CC250R5

2,160 (9,608)

CC300R5

2,860 (12,721)

CC350R5

3,160 (14,056)

6" — — — CC300R6

2,240 (9,963)

CC350R6

2,240 (9,963)

Application: 
Supports vertical or sloping cable in schedule 40 rigid PVC conduit or standard electrical rigid metal conduit, 

prevents strain on terminals by transferring weight to support rim of  

the conduit, not suitable for EMT

•  Closed mesh fits over cable end while split mesh is used when cable end is inaccessible

•  Suitable for standard electrical rigid metal conduit and schedule 40 rigid PVC conduit, not suitable for use 

with EMT

•  Bryant Economy Conduit Riser Support Grips meet the requirements of NEC® 300.19

Ideal For Use In:

•  Building and pole risers

•  Underground cable lines

•  Areas where ring termination  

is practical

Conduit Riser Support Grips

NEC® is a registered trademark of the National Fire Protection Association (NFPA).

CAUTION
Never use grip to approximate breaking strength. Refer to page N-26 for safety and working load factors.  
Banding is necessary to guard against accidental release of grip and provide maximum reliability.


