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Duplex Covers For Vertical Mounting

Description
Dimensions 

Height x Width x Depth Catalog Number

Thermoplastic, gray, for FS/FD box mounting. 4.56" x 2.89" x 1.08" 
(115.8 x 73.4 x 27.4)

HBL5221

Thermoplastic, yellow, for FS/FD box mounting. 4.56" x 2.89" x 1.08" 
(115.8 x 73.4 x 27.4)

HBL52CM21

Thermoplastic, white, for FS/FD box mounting. 4.56" x 2.89" x 1.08" 
(115.8 x 73.4 x 27.4)

HBL52CM21W

Thermoplastic, gray, for device mounting. 4.56" x 2.89" x 1.08" 
(115.8 x 73.4 x 27.4)

HBL5222

Thermoplastic, yellow, for device mounting. 4.56" x 2.89" x 1.08" 
(115.8 x 73.4 x 27.4)

HBL52CM22

Die cast aluminum, gray, commercial grade,  
vertical position, device mount.

4.56" x 2.81" x 0.75" 
(115.8 x 71.4 x 19.1)

WP8V

Duplex Covers For Horizontal Mounting

Description
Dimensions 

Height x Width x Depth Catalog Number

Cast aluminum, for device mounting. 2.88" x 4.56" x 0.79" 
(73.2 x 115.8 x 20.1)

HBL5205WO

Cast aluminum, for FS/FD box mounting. 2.88" x 4.56" x 0.79" 
(73.2 x 115.8 x 20.1)

HBL5206WO

Die cast aluminum, gray, commercial grade,   
horizontal position, device mount.

2.90" x 4.60" x 0.75" 
(73.7 x 116.8 x 19.1)

WP8H

GFCI, Surge and Style Line® Covers

Description
Dimensions 

Height x Width x Depth Catalog Number

Thermoplastic, gray, for FS/FD box mounting. 4.56" x 2.84" x 1.27" 
(115.8 x 72.2 x 32.3)

HBL5226

Die cast aluminum, gray, commercial grade,  
vertical position, device mount.

4.56" x 2.81" x 0.75" 
(115.8 x 71.4 x 19.1)

WP26V

Die cast aluminum, gray, commercial grade,   
horizontal position, device mount.

2.30" x 4.75" x 0.73" 
(58.4 x 120.7 x 18.5)

WP26H

Toggle Cover

Description
Dimensions 

Height x Width x Depth Catalog Number

Thermoplastic, gray, for FS/FD box mounting. 4.56" x 2.89" x 1.08" 
(115.8 x 73.4 x 27.4)

HBL5201

Note: All weatherproof covers are UL Listed for WET LOCATIONS WITH COVER CLOSED, for intermittent use in wet locations or use 
in damp locations. Those with suffix “WO” are listed for WET LOCATIONS with cover open in continuous use. All cover plates 
are gasketed and self-closing.
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