• MicroCore™ technology
• Canted design provides even illumination with less glare
• Upgrade kits available
• 0-10v dimming ready
• Surge protection included

ORDERING INFORMATION

**PROV**

**MODEL**

**PROV** Providence medium housing scale

**UPGRADE KITS - PROL-LK**

Distribution (Class 2, 240 thru 277 volt)

| T2, T3, T4, T5, T6, TR | IES Type 2, 3, 4, 5, 45° Left, 45° Right distribution
|------------------------|-----------------------------------------------------

**Color Temperature**

<table>
<thead>
<tr>
<th>32LED-3K</th>
<th>Warm White, 3000K output</th>
</tr>
</thead>
<tbody>
<tr>
<td>32LED-4K</td>
<td>Neutral White, 4000K output</td>
</tr>
<tr>
<td>32LED-5K</td>
<td>Bright White, 5000K output</td>
</tr>
</tbody>
</table>

**Ballast/Driver**

<table>
<thead>
<tr>
<th>700</th>
<th>700 milliamp drive current, 75 watts</th>
</tr>
</thead>
<tbody>
<tr>
<td>450</td>
<td>450 milliamp drive current, 48 watts</td>
</tr>
</tbody>
</table>

**OPTIONS**

**SPK** Decorative cast aluminum spikes on the top and bottom of the four vertical struts.

**PFN** Cast aluminum finial painted a brass color.

**BPS** Cast aluminum struts painted a brass color - spikes also painted brass if option SPK chosen

**LDL** Lightly diffused lens. Frosted, flat tempered glass lens has a lightly diffused finish to minimize the lamp and reflector brightness

**CLR** Clear flat lens

**HSS** Type IV house side shield. Not compatible with T2, T3, T5, T6, or TR

**PCA-T** Rotatable photocell housing - traditional

**PCA-C** Rotatable photocell housing - contemporary

**SCP** Programmable motion control, factory default is 50%, requires pole

**SCP (Sensor Control Programmable)** pole accessory is available to provide occupancy detection for outdoor applications meeting California Title 24. For complete spec sheet and ordering information, visit www.aal.net/products/sensor_control_programmable/

**COLOR TEMPERATURE**

<table>
<thead>
<tr>
<th>32LED-3K</th>
<th>Warm White, 3000K output</th>
</tr>
</thead>
<tbody>
<tr>
<td>32LED-4K</td>
<td>Neutral White, 4000K output</td>
</tr>
<tr>
<td>32LED-5K</td>
<td>Bright White, 5000K output</td>
</tr>
</tbody>
</table>

**DRIVER**

<table>
<thead>
<tr>
<th>120 thru 277 volt</th>
</tr>
</thead>
<tbody>
<tr>
<td>700</td>
</tr>
<tr>
<td>450</td>
</tr>
</tbody>
</table>

**FIXTURE FINISH**

**Standard Colors**

- **WH** Arctic White
- **BL** Black
- **BLT** Matte Black
- **DGN** Dark Green
- **DB** Dark Bronze
- **TT** Titanium
- **WDB** Weathered Bronze
- **MDB** Metallic Bronze
- **VBU** Verde Blue
- **CRT** Corten
- **MAL** Matte Aluminum
- **MG** Medium Grey
- **AGN** Antique Green
- **LG** Light Grey

**Premium Colors**

- **SHK** Shamrock
- **SPP** Salt and Pepper
- **SFM** Seafoam
- **WCP** Weathered Copper
- **RAL** Provide a RAL 4 digit color number

**CUSTOM COLOR**

Please provide color chip for matching

**DIMENSIONS**

- Weight: 29 lbs. EPA: 0.96
- Height: 475 mm (19"")
- Width: 240 mm (9.5"")
- Depth: 240 mm (9.5"")

* DesignLights Consortium® Qualified