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Certificate of Compliance

Certificate 2380786 Master Contract: 151933

Proj ect: 2380786 Date | ssued: March 18, 2011

I ssued to: Killark Electric Manufacturing Co.

3940 Dr. Martin Luther King Dr.
St. Louis, MO 63113

USA

Attention: Bill Maass

The products listed below are eligible to bear the CSA Mark shown

tdward Louwrenco-

® Issued by: Edward Lourengo

PRODUCTS
CLASS441201 - OUTLET BOXES AND FITTINGS - Bushings, Fittings

Conduit Fittings for use with rigid conduit, Cat. Nos. OC-0 to -9 inclusive, OE-1 to -3 inclusive, OLB-0 to -9
inclusive, -12, OLL-0 to -9 inclusive, OLR-0 to -9 inclusive, OT-0 to -9 inclusive, OTA-1, -2, -3, OTB-1 to -6
inclusive, OX-1 to -6 inclusive. Cat. Nos. may be followed by suffix M indicating they are made of iron. Cat.
Nos. may be followed by suffix CG indicating that the conduit fitting, cover and gasket are packaged together.
Alternate Cat. Nos. may be as follows: Cat. Nos. EAC-1 to -10 inclusive, EAE-1 to -3 inclusive, EALB-1 to -10
inclusive, EALL-1 to -10 inclusive, EALR-1 to -10 inclusive, EAT-1 to -10 inclusive, EATA-1, -2, -3, EATB-1
to -6 inclusive, EAX-1 to -6 inclusive. Cat. Nos. may be followed by suffix CG indicating that the conduit
fitting, cover and gasket are packaged together.

Conduit Fittings for use with rigid conduit or EMT. Cat. Nos COC-1 to -6 inclusive, COE-1 to -3 inclusive,
COLB-1 to -6 inclusive, COLL-1 to -6 inclusive, COLR-1 to -6 inclusive, COT-1 to -6 inclusive, COTA-1,
-2, -3, COTB-1 to -6 inclusive, COX-1 to -6 inclusive, COE-1 to -3 inclusive. Cat. Nos. may be followed by
suffix CG indicating that the conduit fitting, cover and gasket are packaged together. Alternate Cat. Nos. may
be as follows: Cat. Nos CEAC-1 to -6 inclusive, CEAE-1 to -3 inclusive, CEALB-1 to -6 inclusive, CEALL-1
to -6 inclusive, CEALR-1 to -6 inclusive, CEAT-1 to -6 inclusive, CEATA-1, -2, -3, CEATB-1 to -6 inclusive,
CEAX-1 to -6 inclusive, CEAE-1 to -3 inclusive. Cat. Nos. may be followed by suffix CG indicating that the
conduit fitting, cover and gasket are packaged together.

Conduit Fittings for use with EMT. Cat. Nos TWOC-0 to -9 inclusive, TWOE-1 to -3 inclusive, TWOLB-0 to
-9 inclusive, TWOLL-0 to -9 inclusive, TWOLR-0 to -9 inclusive, TWOT-0 to -9 inclusive, TWOTA-1, -2, -3,
TWOTB-1 to -6 inclusive, TWOX-1 to -6 inclusive. Cat. Nos. may be followed by suffix CG indicating that
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the conduit fitting, cover and gasket are packaged together. Alternate Cat. Nos. may be as follows: Cat. Nos
EBC-1 to -10 inclusive, EBE-1 to -3 inclusive, EBLB-1 to -10 inclusive, EBLL-1 to -10 inclusive, EBLR-1 to
-10 inclusive, EBT-1 to -10 inclusive, EBTA-1, -2, -3, EBTB-1 to -6 inclusive, EBX-1 to -6 inclusive. Cat. Nos.
may be followed by suffix CG indicating that the conduit fitting, cover and gasket are packaged together.

APPLICABLE REQUIREMENTS

CAN/CSA-C22.2 No. 0 — General Requirements - Canadian Electrical Code, Part 11
CAN/CSA-C22.2 No. 18.3 — Conduit, Tubing, and Cable Fittings
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