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Issued to:  KILLARK, DIV OF HUBBELL INC (DELAWARE) 

3940 MARTIN LUTHER KING DR 

ST LOUIS MO 63113 

   

This is to certify that 

representative samples of 

 LUMINAIRES FOR USE IN HAZARDOUS LOCATIONS 

See Addendum Page 

   

  Have been investigated by UL in accordance with the 

Standard(s) indicated on this Certificate. 

   

Standard(s) for Safety:  UL 844 , Luminaires for Use in Hazardous (Classified) 

Locations  

Additional Information:  See the UL Online Certifications Directory at 

www.ul.com/database for additional information 

 
 

Only those products bearing the UL Listing Mark should be considered as being covered by UL's 
Listing and Follow-Up Service. 

The UL Listing Mark generally includes the following elements: the symbol UL in a circle:  with the 
word “LISTED”; a control number (may be alphanumeric) assigned by UL; and the product category 
name (product identifier) as indicated in the appropriate UL Directory. 
 
Look for the UL Listing Mark on the product. 

 

http://www.ul.com/database
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Fluorescent luminaires for use in hazardous locations, Class I, Groups C and D, Division 1; Class II, 
Groups E, F, and G, Division 1, Class III.  Also Complementary Listed as luminaire, marine-type, non-
recessed, outside (saltwater) type (IHHU). 
 
 Series HFX:  Cat. No. HFX; followed by 40T, 55T, 265, 430, 800 or 1500; followed by 1, 3, 4, 7, 
8, 15 or 30; followed by 2, 3 or 4; may be followed by CW, EL, FB#, WL, SU45, SU46 or SU71. 
 
 # - The –FB option is for Hazardous Locations coverage only.  Luminaries marked for marine 
shall not be provided with FB suffix. 
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