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Issued to:  KILLARK, DIV OF HUBBELL INC (DELAWARE) 

3940 MARTIN LUTHER KING DR    

ST LOUIS, MO 63113 USA 
   

This is to certify that 

representative samples of 

 Conduit Fittings 

(See addendum for additional model information.) 

   

  Have been investigated by UL in accordance with the 

Standard(s) indicated on this Certificate. 

   

Standard(s) for Safety:  ANSI/UL 514B, "Conduit, Tubing, and Cable Fittings" 

Additional Information:  See the UL Online Certifications Directory at 

www.ul.com/database for additional information 

 
 

Only those products bearing the UL Certification Mark should be considered as being covered by UL's 
Certification and Follow-Up Service. 
 
Look for the UL Certification Mark on the product. 
 

http://ul.com/aboutul/locations/
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This is to certify that representative samples of the product as specified on this certificate were tested 
according to the current UL requirements. 
 
Addendum -  
 
Straight with male fittings insulated: 
 
K0381-MG, K0501-MG, K0751-MG, K1001-MG, K1251-MG, K1501-MG, K2001-MG, K2501-MG, 
K3001-MG, K4001-MG, K0381-MG 
  
90° angle with male fittings non-insulated:  
 
K03891-MG, K05091-MG, K07591-MG, K10091-MG, K12591-MG, K15091-MG, K20091-MG 
 
45° angle with male fittings non-insulated:  
 
K05041-MG, K07541-MG, K10041-MG, K12541-MG, K15041-MG, K20041-MG, K03841-MG 
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