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Model 234WM-202
RED ALERT® Elite Wall-mount 

Communication Station

Features

by GAI-TRONICS

• Bright Safety Yellow Attracts Attention

• Durable Powder-coated Epoxy Finish Withstands 
the Harshest Environments

• Corrosion-resistant Aluminum Construction

• Custom Colors and Graphics are Available

• Silk-screened Graphics

• Accommodates RED ALERT® Flush-mount 
Analog, VoIP and WiFi Telephones 
(telephones sold separately)

The Model 234WM-202 RED ALERT® Elite Wall-mount Communi-
cation Station is designed to house standard size GAI-TRONICS’
flush-mount series telephones. The wall-mount communication
station is bright safety yellow with black EMERGENCY graphics
on each side for increased visibility. The highly visible 540-001 
or 541-001 blue LED strobe, with “constant on” light, is housed 
in the upper portion of the wall-mount communication station
to provide easy identification of its locations. In addition, an LED
panel light illuminates the phone surface for nighttime use. 
GAI-TRONICS 234WM-202 wall-mount communication station
attracts attention by its mere presence. 

The 234WM wall-mount stanchion is ideal for:
• College campuses
• Parking garages
• Shopping malls
• Amusement parks
• Hotels

Model 234WM-202
(Model 398-00x series
RED ALERT Telephone

Shown Installed)

Note: Strobe and Telephone 
are purchased separetly.



Specifications

Approvals

by GAI-TRONICS

Dimensions. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 10 W x 9.5 D x 40.5 H inches (0.25 x 0.24 x 1.03 m)
Wall Thickness . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 1/18-inch aluminum
Finish (standard) . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Powder-coated epoxy Safety Yellow
Power Ratings:

LED Strobe . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Model 540-001: 0.39 A @ 120 V ac
Model 541-001: 1.1 A @ 12 V dc; 0.5 A @ 24 V dc

LED Panel Light Assembly Model 84503-301: 25mA @ 120–230 Vac
Weight . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Approximately 40 lbs.

Note: Model 540-001 or 541-001 LED Strobe and Emergency Telephone must be purchased separately.

Order Information
Model No. CONSISTING OF:

234WM-202
Wall-mount

Comm. Station
Assembly

Wall-mount
Body LED Phone Panel Light

84505-202 84503-301

Model No. DESCRIPTION:

540-001 LED Strobe, 120 V ac

541-001 LED Strobe, 12–24 V dc

233-001 Security Screwdriver 
(Torx T25 Bit)

Model 234WM-202
RED ALERT® Elite Wall-mount 

Communication Station

UL / cUL listed telephone stanchion . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Canadian Electrical Code, Part I (CE Code, Part I), 
and the ANSI/NFPA 70 National Electrical Code (NEC).
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