
POLE MOUNT KIT GUIDE

GAI-TRONICS Models 230-001 231-002 232-001 231-001FS

226 Series | 226-005 Rugged Handset Telephones •
227 Series | 227-005 Rugged Auto-dial Telephones •
246-001 | 246-005 Rugged Handset Telephones •
255-003 Series NEMA 4X Enclosures •
256-001  | 256-005 Rugged HandsetTelephone (Weatherproof) •
261-001 Intrinsically-Safe Telephone •
271-001 Weatherproof Intrinsically-Safe Telephone •
351-001 Division II Telephone (Weatherproof) •
354-001 | 350-70x Series NEMA 4X Telephones •
393-00x RED ALERT® Emergency Telephones •
394AL-00x RED ALERT® Emergency Telephones •
13353 / 13363 / 13373 Addressable Amplified Speakers •
XB001 Long-Life Battery Enclosure •
238-001FS •
238-001 •

Pole-Mounting Kits
Models 230-001, 231-002, 232-001, and 231-001FS
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GAI-TRONICS’ Pole Mount brackets provide 
a suitable mounting surface for a variety of pole
shapes. The universal bands are  capable of 
securing the bracket to poles that are between 
2.5 inches and 15 inches in  diameter.

For additional support or for poles less than five
inches in diameter, center mounting holes are 
provided for lag or machine bolts. These holes can
also be utilized to surface-mount a telephone using
only two lag bolts (surface mounting a telephone
typically requires four bolts)

Pole mount brackets are manufactured using 
14-gauge cold-rolled steel. All kits include either 
u-bolts or banding strips and also the telephone
mounting hardware.

Model 231-002 and 232-001 utilize captive screw
mounting holes to prevent unauthorized 
removal of equipment.
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Model 232-001 Model 231-001FS

Model 230-001


