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The Continental Industries Con-Stab ID Seal® fittings provide the user with the following advantages:
  	 Cost effective joining method

  	 Simple assembly

  	 No additional assembly equipment required for installation (just chamfer pipe and push)

  	 Expanded product line with various configurations and material options (PE 2406 or PE 3408/4710)

  	 Uni-body design eliminating all external parts

  	 Pressure rating—Designed to meet or exceed pressure rating of PE pipe per 49 CFR Part 192 and ASTM D2513

  	 Meets or exceeds all D.O.T., ASTM and NFPA 58 requirements

Each Con-Stab ID Seal® fitting provides the following unique features:

	 	 	 Two internal seals

  	 Fixed stiffener

  	 Self-locking gripper

  	 Moisture lip

  	 Uni-body construction

Continental Industries is an ISO 9001 Certified Company. Continental’s Con-Stab ID Seal® product line is
manufactured and tested to the following industry standards.

 • ASTM D 2513 “Standard Specification for Thermoplastic Gas Pressure Pipe, Tubing and Fittings”

 • ASME B31.8-1995 “Gas Transmission and Distribution Piping Systems”

 • D.O.T., Title 49 of the Code of Federal Regulations, Part 192.283 (b)

 • NFPA 58, LP-Gas Code
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