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The 2m galvanised post provides a secure post mount 
option for Telephone Hoods.

The post can be anchored to any solid flat surface; there are 
4 x 14mm fixing holes in the base plate that is welded to the 
bottom of the post.

The Hood is securely fixed to the post at the required fixing 
height by means of the post fixing kit. (Please request this 
option when placing your order)

Cable entry is up through the centre of the base plate and 
30mm access holes are found at 860mm and at 1200mm to 
feed the phone fitted in the hood, also there is a 30mm hole 
50mm down from the top of the post, this can be used to 
feed a beacon or sounder if required.

Material: Galvanised steel
Colour:  Galvanised (standard) & Marine Grade paint finish 
to RAL 1032 (yellow)
Weight: 29kg (post only)

For Hood part numbers, please contact GAI-Tronics   
T : +44 (0) 1283 500500; E: sales@gai-tronics.co.uk
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• Suitable for use with Telephone Hoods

• Extremely Robust

• Galvanised (standard) 

• Marine Grade paint finish to RAL 1032  
(optional)

• Black plastic blank fixed to top of post

• 2m high

Galvanised Steel Post

Specifications

Dimensions

Post 
• 100mm x 100mm x 3mm box  
 section. 2m high
• 3 off Ø30mm holes on one  
 face

Base plate 
• 400mm x 400mm x 10mm
• Cable entry hole in centre-  
 95mm x 95mm
• 4 off Ø14mm fixing holes

Order Code

Hood Post - galvanised (standard) 501-20-0875-001

Hood Post Fixing Kit - galvanised 
(standard)

501-20-0875-003

Hood Post - galvanised & 
RAL1032 (Marine Grade)

501-20-0875-002

Hood Post Fixing Kit - galvanised & 
RAL1032 (Marine Grade)

501-20-0875-004


