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MODEL: 095-012-B-177-00

IEC 60137
40 lbf· ft / 54.2 N· m
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MIN. GASKET SEAT

111,07,25 184,2
MAX. GASKET SEAT

11,00±,10 279,4±2,5O.D.:

B.C.: 9,500 241,30

ITEM NO. QTY DRAWING NO. PART NO. DESCRIPTION NOTE / MAT'L

PARTS LIST

6 1 S-1001-2022 CAPACITANCE TAP ASSEMBLY ALUMINUM
5 1 S-1600-0587-0 CAP COPPER
4 1 S-3998-2609 ROD ASSEMBLY COPPER
3 1 S-3998-2611 SHIELD ASSEMBLY COPPER
2 1 S-3998-2610 FLANGE ALUMINUM
1 1 S-3998-2607 -001 CASTING, CYCLOALIPHATIC RESIN EC-APG-02

REVISIONS
ZONE REV. DESCRIPTION DRAWN BY DATE APPR.

--
A1 A GENERAL UPDATE TO ACTUAL STANDARD

MODEL E117H BECOMES 095-012-B-177-00 M. FORGET 2020-10-11 Y.V.

F5, D2 B ADD SHEDS, INCREASE CREEPAGE AND ARC DISTANCE ACCORDINGLY A.SAVARD 2022-11-02 Y.V.
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