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1
2  ARC DISTANCE: 451"/ 1146mm
3 NOMINAL VOLTAGE: 100kV
4 NOMINAL CURRENT: 400A
5 WITHSTAND VOLTAGE AT 60 sec.: 185kV
6 B.IL.: 450kV
7 APPLICATION STANDARD: IEC 60137
8 MAX. TORQUE APPLIED ON FLANGE BOLTS: 40 Ibf x ft
9 WEIGHT: 223.161bs / 101.22 Kg
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THREADED TERMINAL SUPPLIED WITH
DOWEL PIN @ 1/4" X 1 1/4" LENGTH,
JAM NUT HEX 3/4-10 UNC AND "O"RING #2-128
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This drawing is the proprietary property of Electro Composites (2008) ULC, not part of the public
domain, and is issued with the express understanding and agreement that it is not to be
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ASAVARD | 2009/07/28

8 1 S-1001-3951 THREADED TERMINAL KIT COPPER
7 1 S-4714-4080 CORONA RING @118.0mm ALUMINUM
6 1 S-4714-4107 CAPACITANCE TAP ASSEMBLY ALUMINUM
5 1 S-4714-4022 CORONA RING STYLE CAP ALUMINUM
4 1 S-4714-4009 TUBE ASSEMBLY COPPER
3 1 S-4714-4008 SHIELD ASSEMBLY STAINLESS STEEL
2 1 S-5721-5496 FLANGE ALUMINUM
1 1 $-5721-5495 CASTING, CYCLOALIPHATIC RESIN EC-APG-02
ITEM NO. [ QTY [ DRAWING NO. | PART NO. DESCRIPTION NOTE / MAT'L
PARTS LIST

(UNLESS OTiERwise SPECIFED) | Ko ACE Electro Composites
“ 10,125 solid HV bushings solution
X 0.094 TITLE:
20063 BUSHING 88kV, 400A
ANGLES +0.1° MODEL: 450-004-T-295-01
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