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TO ORDER BURNDY® PRODUCTS CALL
 

UNITED STATES
1-800-346-4175 (LONDONDERRY, NH)

 
CANADA:

1-800-387-6487 
 

FOR PRODUCT INFO: http://www.burndy.com
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--

G.REDFIELD 12/09/2020
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REV DATE DESCRIPTION ECO BY C'H'K.
A 11/24/2020  NEW SALES DRAWING CREATED 54502 YR PB

NOTES:
 
1.  MATERIAL: FERRULES - COPPER
                      BRAID - TINNED COPPER
 
2.  DIMENSIONS IN BRACKETS [  ] ARE IN MILLIMETERS ROUNDED OFF TO THE
     NEAREST MILLIMETER, UNLESS OTHERWISE SPECIFIED AND ARE FOR REFERENCE ONLY.
 
3.  BRAID ARE LISTED TO UL 467 GROUNDING & BONDING EQUIPMENT STANDARDS.

18.00
[457]

1.64
[42]

(2 PLACES)

.31
[8]

 REF.

(2 PLACES)

COPPER FERRULES
(2 PER ASSEMBLY)

3.00
[76]

(2 PLACES)

MIN. CONTACT LENGTH

B3E18N

3.25
[83]

 REF.

(2 PLACES)

.62
[16]

(2 PLACES)

1.75
[44]
(2 PLACES)

.56 DIA.
[14]
(4 PLACES)

TINNED COPPER BRAID
(3 PER ASSEMBLY)


