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IEEE C57.19.01

SILVER PLATED, AS PER ASTM B700, TYPE 1, GRADE D, CLASS N,
 NO NICKEL LAYER, FROM 13 TO 20 MICROMETERS THICKNESS

SolidWorks 2022

16.5 419
MIN. OIL LEVEL

CT POCKET

11 INSULATION THERMAL LIMIT:  130°C.  BUSHING RATED PER IEEE C57.19.00 USUAL SERVICE CONDITIONS.
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SDC  BUSHING  25kV, 4000A
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ITEM NO. QTY DRAWING NO. PART NO. DESCRIPTION NOTE / MAT'L

PARTS LIST

6 1 S-1001-2022 CAPACITANCE TAP ASSEMBLY ALUMINUM
5 1 S-3974-3543 CAP COPPER
4 1 S-8635-8060 ROD ASSEMBLY COPPER
3 1 S-8635-8059 SHIELD ASSEMBLY COPPER
2 1 S-8635-8058 FLANGE ALUMINUM
1 1 S-8635-8057 -001 CASTING, CYCLOALIPHATIC RESIN EC-APG-15NA
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ADD THE MINIMUM GASKET SEAT DIMENSION.

INCREASE THE TOLERANCES ON THE FLANGE OUTSIDE DIAMETER.
UPDATE NOTE #11

M. FORGET 2023-08-25 Y.V.
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234.959.250B.C.:

11.00±.10O.D.: 279.4±2.5
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