NOTE

1. TO OBTAIN FITTINGS WITH GALV.
   STEEL HARDWARE CHANGE LAST TWO
   DIGITS OF CAT. NO. TO 01, 02, ETC.
   EXAMPLE: GC-141-01 = GC-141-01
   WITH GALV. HARDWARE.

2. BOLT LENGTH PROVIDED FOR
   CONNECTING TO A 250° BAR WHEN
   LONGER BOLTS ARE REQUIRED ADD
   PLATE THICKNESS AFTER CAT. NO.
   EXAMPLE: GC-141-01-1/2 = BOLT
   LENGTH FOR .500" PLATE

3. FOR ALUM. CONN. ADD PREFIX "A" TO CAT. NO.
   EXP: GC-141-01-01, ASSEMBLY WILL BE
   FURNISHED WITH GALV. STEEL HARDWARE.

4. CABLE RANGE FOR GC-141-01 IS #4 STR TO 2/0 STR
   ALUM. CABLE

5. ITEMS WITH "WOR" SUFFIX HAVE WRENCH CLEARANCE
   AROUND BOLT HEAD. EXAMPLE: GC-141A-02-WOR

6. FOR PARTS TO BE SUPPLIED WITH HELLO-VILLE WASHER
   ADD "MV" SUFFIX TO CAT. NO. (EXAMPLE: GC-1410MV)

7. GC141D/AP HAS WRENCH CLEARANCE AROUND BOLT HEAD.

8. ITEMS WITH "ED" SUFFIX ARE SUPPLIED WITH SILICON BRONZE
   HARDWARE.

9. ADD "EP" SUFFIX FOR TIN PLATED CASTINGS

MATERIAL:
BODY CAST BRONZE HARDWARE - STAINLESS STEEL