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5/8" HEX.HEAD STAINLESS STEEL BOLT,
STAINLESS STEEL SPLIT LOCK WASHER
AND HEX.SILICON BRONZE NUT
(6 PLACES)
[:>SEE A — - — -
ACCOMMODATES.)‘& 7.69
3D VIEW / ‘\/' [195]
C /! /\
. »4
\\// L 1240
A(““ [315]
}7
(2177
4 4 ]
\/ i/ I I
B 1.75 4.00 B
NOTES: [4d] o) [
(2 PLACES) WL 1 i FINISHED SURFACES
| MATERIAL: £ O - |l
BODY & CAP: CAST ALUMINUM ALLOY L/ U I 1
.12
[::> ACCOMMODATES : [28]
5" 1PS (5.563 [1431 DIA.) ALUMINUM TUBE !
~/
NOMINAL BOLT INSTALLATION TORQUE:
5/8" HEX. STAINLESS STEEL HARDWARE 660 IN-LBS [75 Nm]. e | 25 =
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AND ARE ROUNDED TO THE NEAREST WHOLE NUMBER. UNLESS (4 PLACES)
OTHERWISE SPECIFIED THESE UNITS SHALL BE USED FOR 4.00
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SCRATCH BRUSH CONNECTOR CONTACT SURFACE DRY
THEN APPLY PENETROXT™A. PENETROX™CAN BE PURCHASED FROM BURNDY
LLC, IN CANS OR PLASTIC SQUEEZE BOTTLES.
THE CONCEPT SHOWN INCORPORATES PRINCIPLES WHICH PERMIT OPERATION TERMINAL CONNECTOR
AT A VOLTAGE GRADIENT NORMALLY ASSOCIATED WITH 138 KV RMS TO ORDER BURNDY® PRODUCTS CALL ITEN KO- 27018010
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