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WIRING INSTRUCTIONS:

1) PLACE THE CORD GROMMET ON THE CORD AS SHOWN WITH WIRE
SIZE MARKING FACING END OF WIRE.

2) USING THE WIRE STRIP GAUGE ON THE BOTTOM HOUSING, MARK
AND CUT THE CABLE AND CONDUCTORS.

3) LIFT GASKET AWAY FROM HOUSING AND INSERT GROMMET IN
THE GASKET “O” RING. ENSURE THE GROMMETS GROOVE FITS ALL
AROUND THE GASKET “O” RING.

4) LOOSEN TERMINAL SCREWS AND CONNECT AS FOLLOWS:

e BLACK WIRE TO TERMINAL MARKED “L”

e WHITE WIRE TO TERMINAL MARKED “N”

MATERIAL

e GREEN WIRE TO TERMINAL MARKED “G”
SECURE TERMINAL SCREWS TIGHTLY MAKING SURE CONNECTIONS
ARE PROPERLY ORIENTED AND THERE ARE NO LOOSE STRANDS.

N/A

5) SLIDE GASKET INTO PLACE AND PRESS FIRMLY INTO HOUSING.
6) INSTALL CORD CLAMP WITH MATING SCREWS, ALTERNATING
BETWEEN THEM UNTIL CORD CLAMP HOLDS CORD SECURELY.

7) INSTALL WIRING COVER WITH MATING SCREWS, ALTERNATING
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"IN ACCEPTING OUR DRAWINGS OR TITLE
BLUEPRINTS FOR QUOTATION OR OTHER

PURPOSES, YOU AGREE NOT TO DISCLOSE
TO OTHERS THE IDEAS, INFORMATION GFC' MODULE ASSEMBLY
OR DESIGNS THEREIN SHOWN, AND THAT
YOU WILL MAKE NO USE OF OUR DRAWINGS

BETWEEN THEM UNTIL COVER IS TIGHTLY SECURED.

TESTING INSTRUCTIONS:

OR BLUEPRINTS OR OF THE IDEAS,
INFORMATION OR DESIGNS THEREIN SHOWN
WITHOUT OUR PERMISSION."

1) PLUG GFCI INTO A 120VAC POWER OUTLET.
2) PRESS RESET BUTTON.
3) VERIFY INDICATOR LENS SHOWS RED, THIS INDICATES OUTPUT
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4) PRESS TEST BUTTON, VERIFY RED IN INDICATOR LENS DISAPPEARS. !
| ISO STANDARD FOR AalEToL +r |PROJECTNO. NPD-01770

5) PRESS RESET BUTTON AGAIN, VERIFY RED INDICATOR IS VISIBLE.
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DIMENSIONS ARE IN INCHES

6) IF SO, THE GFCI IS NOW READY FOR USE.
DO NOT SCALE DRAWING. USE DIMENSIONS ONLY. M - 1 3 54 1
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