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DIMENSIONS

- DIAMETER OF SHELL 11"

- SPACING 5 3/4*
- CREEPAGE DISTANCE 15

- STANDARD COUPLING (ANSI C292B> — K

- APPROX, NET WEIGHT 132 lbs

ELECTRICAL PERFORMANCE
- FLASHOVER VOLTAGE IND. FREQ.

DRY 80 kV
WET 50 kV
- CRITICAL IMPULSE FLASHOVER VOLTAGE
POSITIVE 125 KV
NEGATIVE 130 KV
- PUNCTURE VOLTAGE IN OIL 130 kV
- RLV. TEST VOLTAGE rms TOGROUND — 10 kV
- MAXIMUM RLV. AT 1000kHz S0 pv
MECHANICAL PERFORMANCE
- COMBINED MECHANICAL AND ELECTRICAL STRENGTH _ 40,000 lof
- MECHANICAL IMPACT STRENGTH 400 in-lbf
- TENSION PROOF 20,000 lof
TESTS

- IN ACCORDANCE WITH ANSI C29.2.B
COMPONENT PARTS
1- DIELECTRIC SHELL: TOUGHENED GLASS G-120 (IEC 60672)
2.- CAP: MALLEABLE CAST IRON / EN1562
OR SPHEROIDAL GRAPHITE CAST IRON / EN 1363
HOT DIP GALVANIZED

3.~ PINt HOT DIP GALVANIZED FORGED STEEL

CEN 10083-1 or EN 10263-1 & 4
4.~ SPLIT-PINt AUSTENITIC STAINLESS STEEL AISI-304
S.— CEMENT: ALUMINIOUS CEMENT CEN 14647)

NOTES

1. GLASS BELL DESIGN AND M&E RATING INDICATED BY BLUE BAND.
2. GALVANIZING AND MARKING IN ACCORDANCE WITH ANSI C29.2B.
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