EPP SERIES 1/2 HORSEPOWER

<table>
<thead>
<tr>
<th>CATALOG NUMBER</th>
<th>DESCRIPTION</th>
<th>OPERATING OUTPUT PRESSURE (POUNDS / SQUARE INCH.)</th>
</tr>
</thead>
<tbody>
<tr>
<td>EPP10</td>
<td>SMALL ELECTRIC HYDRAULIC PUMP, REMOTE PENDENT CONTROL SWITCH, 1/2 HP, 115VAC MOTOR</td>
<td>10,000 PSI</td>
</tr>
<tr>
<td>EPP8</td>
<td>SMALL ELECTRIC HYDRAULIC PUMP, REMOTE PENDENT CONTROL SWITCH, 1/2 HP, 115VAC MOTOR</td>
<td>8,800 PSI</td>
</tr>
<tr>
<td>EPP6</td>
<td>SMALL ELECTRIC HYDRAULIC PUMP, REMOTE PENDENT CONTROL SWITCH, 1/2 HP, 115VAC MOTOR</td>
<td>6,000 PSI</td>
</tr>
<tr>
<td>EPP10ECDQ</td>
<td>SMALL ELECTRIC HYDRAULIC PUMP, REMOTE PENDENT CONTROL SWITCH, ELECTRONIC CONTROL MODULE, QUICK DISCONNECT FITTINGS, 1/2 HP, 115VAC MOTOR</td>
<td>10,000 PSI</td>
</tr>
<tr>
<td>EPP10QD</td>
<td>SMALL ELECTRIC HYDRAULIC PUMP, REMOTE PENDENT CONTROL SWITCH, QUICK DISCONNECT FITTINGS, 1/2 HP, 115VAC MOTOR</td>
<td>10,000 PSI</td>
</tr>
</tbody>
</table>

NOTES:
1. IF HIGHEST REVISION OF THIS SALES PRINT IS AFFECTED UPDATE PRINT WSA208758 TO INCLUDE THE NEW REVISION.

FEATURES:
- REMOTE PENDENT CONTROL SWITCH: PRESS SWITCH TO START CRIMP CYCLE. RELEASE SWITCH TO STOP CRIMP CYCLE.
- LIGHT WEIGHT UNIT FOR EASY TRANSPORTATION.
- BLOWOFF VALVE: FACTORY PRESET FOR PROPER CRIMP PRESSURE WHEN LINE PRESSURE IS REACHED, AN AUDIBLE "POP" INDICATES PROPER CRIMP PRESSURE WAS ACHIEVED.
- OPERATES ON 115 VOLT AC, 60HZ.
- UNIT IS SENT WITH SHIPPING PLUG INSTALLED. REMOVE AND REPLACE PLUG WITH BREATHER CAP BEFORE RUNNING PUMP. SHIPPING PLUG MAY BE SAVED FOR FUTURE USE.

ACCESSORIES: (ORDER SEPARATELY)
- CARRYING CASE CAT. NO. EPP - CASE.
- CARRYING CASE CAT. NO. EPP - CASE1.

MATERIAL: DURABLE STEEL
FINISH: PAINTED GLOSS BLACK
SIZE (INCHES): 11 1/2 WIDE X 17 1/2 HIGH X 8.0 DEEP

16.00
[406]

8.00
[203]

6.00
[152]

TO ORDER BURNDY® PRODUCTS CALL
UNITED STATES
1-800-346-4175 (LONDONDERRY, NH)
CANADA:
1-800-361-6975 (QUEBEC)
1-800-387-6487 (ALL OTHER PROVINCES)
FOR PRODUCT INFO: http://www.burndy.com