**NOTES**

1. Catalog numbers with suffix "RT" are CSA certified and UL recognized for use with ring terminals, or side wired.
2. Conductor range #14 AWG to #8 AWG.
3. Dimensions are specified in inches [mm].
4. Devices with suffix "RT" do not have wire guides and screws are packed separately in polybag.

**LIST OF PARTS**

<table>
<thead>
<tr>
<th>DESCRIPTION</th>
<th>MATERIAL</th>
<th>FINISH</th>
</tr>
</thead>
<tbody>
<tr>
<td>BASE</td>
<td>POLYESTER</td>
<td>TAN</td>
</tr>
<tr>
<td>COVER</td>
<td>NYLON</td>
<td>BLACK</td>
</tr>
<tr>
<td>CONTACT SPRINGS</td>
<td>040 BRASS</td>
<td></td>
</tr>
<tr>
<td>CLAMP</td>
<td>040 BRASS</td>
<td></td>
</tr>
<tr>
<td>GR. SHUNT</td>
<td>075 BRASS</td>
<td></td>
</tr>
<tr>
<td>BINDING SCREWS</td>
<td>BRONZE</td>
<td></td>
</tr>
<tr>
<td>HEXAGON RING SCREW</td>
<td>BRONZE</td>
<td></td>
</tr>
<tr>
<td>BACK PLATE</td>
<td>040 BRASS</td>
<td></td>
</tr>
<tr>
<td>END PLATES</td>
<td>050 BRASS</td>
<td></td>
</tr>
<tr>
<td>RIVET</td>
<td>BRONZE</td>
<td></td>
</tr>
</tbody>
</table>

**Color Rating Ring**

See color chart

# 6-32 TAP

2.375 ± 0.015

[63.33 ± 0.38]

3.281 ± 0.015

[83.34 ± 0.38]

**Dimensions**

- Color Rating Ring: ±0.031
- 2.375 ± 0.015
  
  [6.33 ± 0.038]
  
- 1.703 ± 0.015
  
  [43.26 ± 0.038]

- 1.563 ± 0.015
  
  [39.70 ± 0.038]

- 1.047
  
  [26.59 ± 0.79]

- 1.031
  
  [26.59 ± 0.79]

- 1.313
  
  [33.35 ± 0.79]

**Russett**

30A 2-Pole 3-Wire Twist-Lock Receptacles

**Title**

RUSSETT SERIES 30A 2-POLE 3-WIRE TWIST-LOCK RECEPTACLES