### List of Parts

<table>
<thead>
<tr>
<th>Description</th>
<th>Material</th>
<th>Finish</th>
</tr>
</thead>
<tbody>
<tr>
<td>Cover</td>
<td>Lexan</td>
<td>See Chart</td>
</tr>
<tr>
<td>Flap</td>
<td>Lexan</td>
<td>See Chart</td>
</tr>
<tr>
<td>Cover Gasket</td>
<td>Reproof</td>
<td>Not Shown</td>
</tr>
<tr>
<td>Seal</td>
<td>Type</td>
<td></td>
</tr>
<tr>
<td>Spring</td>
<td>Stainless Steel</td>
<td></td>
</tr>
<tr>
<td>Hinge</td>
<td>Stainless Steel</td>
<td></td>
</tr>
<tr>
<td>Insert</td>
<td>Brass</td>
<td></td>
</tr>
<tr>
<td>Label Ground</td>
<td>Polyester</td>
<td></td>
</tr>
<tr>
<td>Label CSA</td>
<td>Mylar</td>
<td></td>
</tr>
</tbody>
</table>

### Diagram

![Diagram of HBL7428WO](image)

### Dimensions

- HBL7428WO: 3.25 [82.6], 4.56 [115.8], 2.84 [72.2], 1.09 [27.7], 3.28 [83.3], 4X Ø0.19 [4.8]
- Diameter "A": 1.64 [41.7]

### Notes

**HBL7428WO CAT. NO.'S HAVE**

1. **(2)** #6-32 threaded inserts in indicated area to mount device to plate.
2. **A grounding label & a CSA label.**
3. **Enclosure Type 3R suitable for wet and damp locations.**
4. **All dimensions in inches (mm).**
5. **All tolerances ±0.03 (0.8)**

---

**Title:** Weatherproof Lift Cover Plate for Single Receptacles

---

**Redrawn On CAD:**

- Table added "HRL" to CATs and (43.9) was (35.9).
- Dim. 2.84 (72.2) was 2.84 (41.7).
- Crossed out tolerance block.

**Revision History**

- **Rev.:** DJP 7/31/12

---

**Design and Dimensions of the Product Shown on This Drawing Are Subject to Change Without Notice**

---

**Drawn By:** DJP
**App. By:** KF
**Rev. By:** SPN
**Scale:** 1:1
**Date:** 5/6/12