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[REV] DATE DESCRIPTION [ ECO [ BY [C'H'K.
[ D _Jo018-05-24 01:00:00_gpy] W AT R l49142[ RS [ RM
CABLE TO CABLE CABLE TO GROUND ROD
CATALOG COMMERCIAL COPPER CONDUCTOR RANGE COMMERCIAL COPPER CONDUCTOR RANGE
NUMBER GROOVE “A” : ¢ e b Q L ®
GROOVE “A* (ELEMENT “A") GROOVE ‘B’ (ELEMENT “B’) CELEMENT “A7) GROOVE “‘B* (ELEMENT “B")
voLacp | MO SOL. (162 DIA) - #2 STR. (292 DIA | 109
C10mm* (B 4. (mm) - 35mm’ (DT 6mm) ] B6 SOL (. 162 DIA.) - #2 STR. (.292 DIA.) (er.1] 1.09 3 3
YGL29C? #1 STR. (.332 DIA.) - 250 kemil (.575 DIA.) [\Omm2(¢4.\mm) - 35mm’ (@7.6mm) ] #6 SOL (. 162 DIA.) - #2 STR. (.292 DIA.) [27.7] [8.0] [8.0]
[40mm’ (B 8. dmm) - 120mm° (@ 1 4. 4mm) ] ‘/2”R9D5/8H CIomm (B4, Tmm) - 35mm’ (D 7.6mm)) | 66
voL2ocg| #2 STR. (.202 DIA.) - 250 kemil (.575 DIA.) | #2 STR. (,292 DIA.) - 250 kemil (.575 DIA.) | (12,7 -1'5.91 | #2 STR. (,292 DIA.) - 250 kemil (.575 DIA.) 15 (42.2] | 66 50 2 50 50
[35mn (@ T.6mm) - 120mm” (B 14, 4mm)] [35mm (@ 7. 6mm) - 120mm’” (B 14 4mm) ] [35mm’ (B 7.6mm) - 120mm” (B 14, 4mm) ] [19.1] [42.2] [12.7] [63.5] [12.17]
VoL 342 #6 SOL (. 162 DIA.) - #2 STR. (.292 DIA.) #6 SOL (. 162 DIA.) - #2 STR. (.292 DIA.) | 09 3 3
C10mm* (@B 4. Imm) - 35mm” (D 7. 6mm) ] C10mm* (@ 4. Imm) - 35mm” (@ 7. 6mm)] 2 09 (21.7) [8.0] (8.0]
V6L 34c29| 250 kemil (.5TS DIA.) - 500 kemil (813 DIA.)| #2 STR. (292 DIA.) - 250 kemil (575 DIA) | o, 793/4” #2 STR. (.292 DIA.) - 250 kemil (. 575 DIA.) [53.1] | 66 50 50
[120mm° (B 14, 4mm) - 240mm’ (B 20. dmm) ] [35mm’ (B 7.6mm) - 120mm’ (D 14, dmm) ] (759 - 19 1 [35mm* (B 7. 6mm) - 120mm’ (B 14, d4mm) ] [42.2) | [12.7) [12.7]
VoL 34034 250 kemil (.575 DIA.) - 500 kemil (.813 DIA.) 250 kemil (.575 DIA.) - 500 kemil (.813 DIAY| |10 2 28 2 28 15 2 94 15
L120mm° (B 14, 4mm) - 240mm’ (B 20 dmm) ] [120mm° (@14, 4mm) - 240mm° (B 20. 4mm) ] [27.9] | [57.9] [57.9] [19.1] [74.7) (19.1]
INSTALLATION TOOLS, DIE SET CAT. NO.  (NUMBER OF CRIMPS) -
CATALOG ™ 750 SERIES ™ CATALOG CABLE TO REBAR
NO. V750/Y35/¥39 HYPRESS ™ | (PAT750,Y..) SEE NOTEI| 145 weRess™ <] 10 SERIES [PATAS, T46) NO. ELEMENT "A" ELEMENT "B
ELEMENT "A" FLEMENT "B" |ELEMENT "A"|ELEMENT "B"|  ELEMENT "A"  |[ELEMENT "B"|  ELEMENT "A"  [ELEMENT "B"
Y6L2C2 U-0 (1) U-0 (1) U-0 (N U-0 (1) U-0 (1) U-0 (1) U-0 (1) U-0 (1) etzcz o ceeem o e
Y6L29C2 U997 (1) U-0 (1) U997 U-0 (1) U997 (1) U-0 (1) U997 (1) U-0 (1) Y6Loac2 200 #6 SOL. (.162 DIA.) - #2 STR. (.292 DIA.)
Y6L29C29 | U997 (1) | U997 (D) U997 U997 U997 (1) U997 (1) U997 (1) U997 (1) 3/8" - /2" CIOmm (@ 4. Tom) - 35mm’ (B 7. 6mm) ]
2> v6L34c2| PU99B (1) U-0 (1) PU99S (1) U-0 (1) [S998 OR PU998 (1)] U-0 (1) |P998 OR PU998 (1)]| U-0 (1) (9.5 - 12.1] (.292 DIA.) - 250 kemil (.575 DIA.)
YG6L29C29 | #3 - #4 REBAR [35mnt( 7. 6mm) - 120mnt (G514 dnm) ]
> v6L34c29] PU998 (1) | U997 (1) | PUIYS (1) | USSP (1) [5998 OR PUIIS ()| U99T (1) [P998 OR PU99S (11| U99T (1) mm - 6mm mm - 4mm
0> v6L34C34] UIOIT (3) | Uto11 (3) | UIOIT (3) [ UT011 (3) SIOT (2) SIOTT (3) PIOTT (3) PIOTT (3) YGoL34C2 #6 SOL (. 162 DIA.) - #2 STR. {.292 DIA.)
| 20D C1Omm (B 4. Imm) - 35mm° (D 7T.6mm)]
L :
5/8" - 374" (.292 DIA.) - 250 kemil (.575 DIA.)
- B = YOL34C29 1 1579 - 19,13 [35mm’ (B 7. 6mm) - 120mm’ (B 14, 4mm) )
CONNECTOR #5 - #6 REBAR
ELEMENT ‘A voL34034 250 kemil (.575 DIA.) - 500 kemil (.813 DIA.)
2 STR [120mm’ (D14 dnm) - 240mm’ (P20 4mm) ]
250 kemil
DIE 997
16L23C29 ELEMENT ‘A"
C BURNDY —
@ @
BURIAL 255 STR
TYPICAL LETTERING—— | DIE 997
J Y6L29C29
EJRNDY |
TYPICAL >D %ﬁ
LETTERING CABLE TO CABLE
CONNECTOR GROUND GRID CROSS CONNECTION
NOTES: ELEMENT "B~ ELEMENT ‘B~ L

DBEFORE CRIMPING BOTH CONNECTOR ELEMENTS CAN BE TURNED ON ROD DIAMENTED "D" TO ANY DESIRED POSITION.

2. GROOV

ES ARE FILLED WITH PENETROX™ "E".

~

&FOR BETTER TORQUE STRENGTH ON GROUND ROD, PER CRIMP CROUND ROD WITH U2CAB DIE (DIE INDEX 348). ]
4. SUITABLE FOR DIRECT BURIAL IN EARTH OR CONCRETE.
@WHERE A "U" OR "PU" DIE IS RECOMMENDED WITH THE Y45 HYPRESS™, A PT6515 ADAPTER MUST BE USED. CABLL TO REBAR
OR GROUND ROD CONNECTION
WHERE A "U" OR "PU" DIE IS RECOMMENDED WITH THE Y46 HYPRESS™, A PUADP-| ADAPTER MUST BE USED.
CLEAN RUST AND PROTECTIVE COATINGS FROM REBAR BEFORE CONNECTOR INSTALLATION TO PROVIDE A
PROPER GROUND CONNECTION, PER-CRIMPING IS NOT REQUIRED. COWPRESSTON GROUND CONNECTOR
® ITEM NO N/A
8. DIMENSIONS IN [ 1 BRACKETS ARE IN MILIMETTERS, ROUNDED OFF TO THE NEAREST MILLIMETER, UNLESS 70 ORDER BURNDYE PRODUCTS CALL ST e TR
OTHERWISE NOTED. METRIC DIMENSIONS ARE FOR REFERENCE ONLY. UNITED STATES DRAWN BY: C.RACANO 10/31/18
[-800-346-4175 (LONDONDERRY, NH) CHECKER:  C.A.R. 10/31/18
9. MATERIAL: HIGH CONDUCTIVITY WROUGHT COPPER. DSN_APPVL._J_RUS o057 48 (BUDIRINEN
= CANADA: MFG APPVL: -- -
S THESE CONNECTORS CAN ONLY BE INSTALLED USING THE 750 SERIES (PAT,Y..), Y45, OR 46 SERIES (PAT,Y..) HYPRESS™ WITH THE RECOMMENDED DIES. | -800- 30000 R 1 BOTS (OUEBED) cbs)  IMRTgRRV— - [SCRERTS
& THESE CONNECTORS CANNOT BE INSTALLED WITH Y35 and Y39 HYPRESS™ . ROD FAM. - DRAWING NO REV
- FOR PRODUCT INFO: http://www.burndy.com Xﬁfr«?ﬁé-éﬂ S1ZE $D082258-01 D
Z I1.PATT50-18V TOOL ONLY, REQUIRES U997P POLORIZED DIE SET IN PLACE OF U997 RN TP Sales D b
8 7 1 6 1 4 3 1 2 | 1



