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AP FLUSH MOUNT FOR THE MIST AP61 AND MIST 
AP63 

ATS-APMNT-FLUSH 

FEATURES 
 

• Allows for the Mist AP61 and Mist AP63 APs to be mounted in a flush 
location 

• Can accommodate different manufacturer APs with correct adapter 
brackets (not included) 

• Powder-coated finish for indoor or outdoor installation 
 
 

BENEFITS 
 

• Easy to install 

• Versatile design  

• Future proof - install a new compatible AP instantly  

      
 

MECHANICAL SPECIFICATIONS 

 
Dimensions:  19.57” x  12” x 4” (497.1 x 304.8 x 101.6mm) 
Weight: 7.5 lbs.  (3.4 kg) 
Color: White 
Installation: Wall 

 

ENVIRONMENTAL SPECIFICATIONS    WARRANTY 

 
Installation Environment: Indoor or Outdoor     1 Year Limited Warranty 
 

COMPATIBLE APS  
 
• Mist AP61 

• Mist AP61E 

• Mist AP63 

• Mist AP63E 

• Cisco Meraki MR86 (with additional adapter bracket ATS-MNTPLT-MKADP1) 

• Cisco AP1560 (with additional adapter plate ATS-APMNT-ADP-1560) 


