
BS2007, Single Shot - Two Cable (

1 Continued and 1 Tap) to Ground

Rod Mold

By Burndy
Catalog # BS2007

One Shot Mold, Cables to Top of Ground Rod, #3-4 AWG
(Sol.), #4-6 AWG (Str.), 5/8" Ground Rod.
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Application

For Making Cable Connections Onto The Top Of A Ground
Rod

General

EU RoHS Indicator Yes

Sub Brand BURNDYWELD

UPC 12 Digit 7818104057411

Conductor Related

Conductor - Copper Solid Size 4 AWG, 3 AWG

Conductor - Copper Str Size 4 AWG, 6 AWG

Conductor - Rod Size 5/8 in

Conductor Type CU C Str-Size

CU C Solid-Size

Rod-Size

Certifications and Compliance

Standards - RoHS Compliance
Status

CM

Logistics

Minimum Pack Quantity 12

Product Assets

Catalogs - Full Line BURNDY Catalog
Sales Drawings - 10051624-01_B

https://www.hubbell.com/hubbell/p/489556
https://www.hubbell.com/hubbell/p/489556
https://www.hubbell.com/hubbell/p/489556
https://hubbellcdn.com/catalogfull/BURNDY_Master_Catalog.pdf
https://hubbellcdn.com/salesdrawings/10051624-01_B.pdf

