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Application

Substation

General

Connector Type Spacer

Material Aluminum Alloy

Plated N

Plating Type Unplated

UPC 781810480007

UPC 12 Digit 7818104800077

Dimensions

Dimension - B Length inch 4.00 in

Dimension - Height inch 2.86 in

Dimension - L Length Overall
mm

521 mm

Dimension - Length Overall
inch

20.52 in

Dimension - Width inch 4.00 in

Dimension - Width mm 102 mm

Conductor Related

Conductor - ACSR Str Size 2156 (84/19) Bluebird
kcmil;2167 (72/7) Kiwi kcmil

Conductor - ACSR Str Size
Range

2156 (84/19) Bluebird kcmil-
2167 (72/7) Kiwi kcmil

Conductor - AL Str Size 2300 kcmil;2500 kcmil

Conductor - AL Str Size
Range

2300 kcmil-2500 kcmil

Certifications and Compliance

Standards - RoHS Compliance
Status

UI

Logistics

Minimum Pack Quantity 12

Product Assets

Catalogs - Full Line BURNDY Catalog

https://www.hubbell.com/hubbell/p/500926
https://www.hubbell.com/hubbell/p/500926
https://www.hubbell.com/hubbell/p/500926
https://hubbellcdn.com/catalogfull/BURNDY_Master_Catalog.pdf

