
Anchor, Expanding, 12in painted

fits 1in rod

By CHANCE Utility
Catalog # 12831

Expanding Anchor for 12" (304 mm) Hole used with 1" (25.4
mm) Diameter Rod.
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Features

Chance “Bust” Expanding Anchors expand to take full
advantage of the eight blade wedges to expand into
undisturbed soil.

Painted with black paint

Nut retainer on bottom of anchor holds nut in place during
installation

The effectiveness of the anchor is dependent upon proper
size hole and the thoroughness of backfill tamping

Application

Earth Tension Anchoring

General

Coating Black Paint

Type Earth Tension Anchors

UPC 096359068778

Dimensions

Anchor Hole Size 12 in

Area 300 in²

Rod Diameter - Order
Separately

1.000 in

Weight 29.130 lb

Logistics

Pallet Quantity 36

Standard Package 1

Product Assets

Catalogs - Anchors (4)
Installation Manuals - TD06135E_Expanding_Anchors
Installation Manuals - Holding Capacity Chart - Soil
Classification
Installation Manuals - Holding Capacity Chart - Bust Expanding
Anchors
Literature - Anchoring (CA12002E)
Sales Drawings - 8-Way Expanding Anchor (SA88135)
SDS - MSDS - Asphalt Coating on Anchor

Video - CHANCE Expanding Anchors (VI0642E)

https://www.hubbell.com/hubbell/p/151326
https://www.hubbell.com/hubbell/p/151326
https://www.hubbell.com/hubbell/p/151326
https://hubbellcdn.com/catalogfull/04-Anchors.pdf
https://hubbellcdn.com/installationmanuals/TD06135E_Expanding_Anchors.pdf
https://hubbellcdn.com/installationmanuals/Soil%20Class.pdf
https://hubbellcdn.com/installationmanuals/Bust%20Expanding%20Anchors.pdf
https://hubbellcdn.com/literature/CA12002E_Anchoring.pdf
https://hubbellcdn.com/salesdrawings/SA88135.pdf
https://hubbellcdn.com/msds/MSDS_AsphaltCoatingAnchors-CAN.pdf
http://players.brightcove.net/2519281010001/S1rfC16yx_default/index.html?videoId=3984925892001

