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Palnuts are used to resist loosining of load bearing nuts.
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Features

Mechaniclly galvanized per ASTM B695.

General

Coating Mechanical Galvanized, ASTM
B695

Material Steel

UPC 096359070276

Dimensions

Weight 0.01 lb

Product Assets

Catalogs - Communications Catalog (CA12042E)
Sales Drawings - Palnuts (SA3530)
Technical Solutions - CH-3532-SPEC-EN

Related Products

6813 - 2-1/4in SQUARE FLAT WASHER for 5/8in BOLT SIZE,
11/16in HOLE

PSHB580175 - BOLT, MACHINE, HEX HEAD, 5/8in x 1-3/4in

6805 - WASHER, ROUND, 11/16in HOLE, 1 3/4in DIA.

8812 - BOLT, MACHINE, SQ HEAD, 5/8in x 12in

https://www.hubbell.com/hubbell/p/306779
https://www.hubbell.com/hubbell/p/306779
https://www.hubbell.com/hubbell/p/306779
https://hubbellcdn.com/catalogfull/CA12042E_Communications%20Catalog.pdf
https://hubbellcdn.com/salesdrawings/SA3530.pdf
https://hubbellcdn.com/technicalsolutions/CH-3532-SPEC-EN.pdf
https://www.hubbell.com/hubbell/p/307297
https://www.hubbell.com/hubbell/p/305412
https://www.hubbell.com/hubbell/p/307277
https://www.hubbell.com/hubbell/p/305473

