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ICS / SP2 Remote Desktop Multi-party Subset, CE Safe area,
Black finish, 6' PVC handset cord
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General

Color Black

Material ABS (Acrylonitrile butance
styrene - Thermoplastic
polymer)

Output Level Speaker 16 Ohm

Series ICS

SP2

Signal Type Analog

Type Remote Desktop Subset

Weather Rating NEMA Type 1

Dimensions

Cubic Capacity 309.82464 cu.in

Depth 4.56 in

Height 8.94 in

Weight 5 lb

Width 7.6 in

Certifications and Compliance

Certified Listed CE

Hazardous Rating(s) CE Safe Area

Product Assets

Brochures - SP2 - VoIP Multicast Paging & Intercom Brochure
Installation Manuals - ICS - Page/Party® Desktop Subset
Literature - ICS Remote Stations
Literature - SP2 - Remote Handset Stations

Related Products

VoIP Plant Paging/Intercom Station

VoIP Plant Paging/Intercom Station

VoIP Plant Paging/Intercom Station

https://www.hubbell.com/hubbell/p/2133400
https://www.hubbell.com/hubbell/p/2133400
https://www.hubbell.com/hubbell/p/2133400
https://hubbellcdn.com/brochure/GTC-Brochure-PUB-160303-spread.pdf
https://hubbellcdn.com/installationmanuals/GTC-Manual-42004-429.pdf
https://hubbellcdn.com/literature/GTC-PUB-100202.pdf
https://hubbellcdn.com/literature/GTC-PUB-151102.pdf
https://www.hubbell.com/hubbell/p/2725018
https://www.hubbell.com/hubbell/p/2486517
https://www.hubbell.com/hubbell/p/2486512

