
GM8900/2250 Hz Ground Check

Monitor

By GAI-Tronics
Catalog # GM8900/2250

The GAI-TRONICS Ground Sentinel® along with the associated
filters is designed to monitor the integrity of the ground circuit
of power distribution circuits in coal mines.
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Features

2250 Hz

Eliminate Monitor Crosstalk

Remove Multiple Ground Problems

Extended Cable Lengths are Possible

Monitor and Control over Power Cables

General

Construction Stainless Steel

Dimensions

Cubic Capacity 97.266464 cu.in

Depth 5.62

Height 7.46 in

Width 2.32 in

Product Assets

Installation Manuals - Reference Manual 3-Frequency Ground
Check Monitors GM8900
Installation Manuals - Maintenance Manual - Ground Check
Monitor
Literature - Ground Sentinel® Systems - GM8900 Ground
Check Monitor
Technical Solutions - GTC-GM8900_2250-SPEC-EN

Related Products

FI2567 - Filter, 3 Phase, 1000V, 2250 Hz

https://www.hubbell.com/hubbell/p/2807392
https://www.hubbell.com/hubbell/p/2807392
https://www.hubbell.com/hubbell/p/2807392
https://hubbellcdn.com/installationmanuals/SKU-GTC-Manual-882901-02.1.pdf
https://hubbellcdn.com/installationmanuals/SKU-GTC-Manual-882901-02.pdf
https://hubbellcdn.com/literature/GTC-PUB-070501.pdf
https://hubbellcdn.com/technicalsolutions/GTC-GM8900_2250-SPEC-EN.pdf
https://www.hubbell.com/hubbell/p/2807389

