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35 kV Line post sensor capable of measuring current. Current
Ratio is 600A:10V. The sensor body is formed of cycloaliphatic
epoxy material, which provides premium insulation while still
being light weight.
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Features

Current Ratio: 600A:10V

35 kV

Low Energy Analog Outputs (LEA)

Swing style keeper

Lay-in groove and clamps for easy installation

Grounding plate

General

UPC 096359657095

Product Assets

Installation Manuals - Line Post Sensors Instruction Manual
Installation Manuals - TD10179E Line Post Sensors Installation
Guide
Literature - Line Post Sensors - HPS Utility Automation
(BR10169E)
Literature - Line Post Sensor Benefits (PSP820PR0002)

https://www.hubbell.com/hubbell/p/3117646
https://www.hubbell.com/hubbell/p/3117646
https://www.hubbell.com/hubbell/p/3117646
https://hubbellcdn.com/installationmanuals/TD10110E_Sensors_Instruction_Manual.pdf
https://hubbellcdn.com/installationmanuals/TD10179E_Line_Post_Sensors_Installation_Guide.pdf
https://hubbellcdn.com/literature/BR10169E_LinePostSensors_HPSUtilityAutomation.pdf
https://hubbellcdn.com/literature/HPS_LinePostSensorsBenefits_PSC820PR0002.pdf

