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• Generates 250 Watts of heat to keep networking equipment func-
tional in cold climate

• Build-in fan circulates hot air past heating elements  

• Use with CTKH heater thermostat to control temperature

Mounted Zone Cabling Enclosures and Brackets
Industrial ReBox Accessory  
Outdoor Rated Heater 

Features

Resources
Customer Drawing

Wall Mount Brochure

Specifications
Watts 250

Input Voltage 120V

Fin Material Aluminum

Fan Life 50,000 hrs

Mounts to Din Rail or Hard surface

Mounts to Pole diameter 14" or smaller

Ordering Information

Description
UPC  
Number

Catalog  
Number

ndustrial ReBox, Heater, 250 Watt, 110 Volt 662620656885 IRH250

Accessories
Heating Thermostat: CTKH

8" Black Velcro strap, 10pk HPWCVFBK8

Black Velcro Roll, 10' HPWCVFBK120
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PROJECT REFERENCE:DIMENSIONING AND TOLERANCE
PER ANSI Y14.5M-1982

UNLESS OTHERWISE SPECIFIED,
DIMENSIONS ARE IN INCHES (MM).

TOLERANCES.XX = ±.01 (.25)
.XXX = ±.005 (.127)

.XXXX = ±.0025 (.0635)
ANGLE TOL ±1°
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HEATER, 250-400 WATT, 110V

HWS14775C
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NOTES:
 
Heating element resistance - micanite
Overheat protection built-in temperature limiter
Heater body extruded aluminum, anodized
Surface temperature 400W heater - max. 167°F (75°C)
Axial fan, ball bearing service life 50,000h at 77°F (25°C)
Air flow, free blowing AC: 26 cfm (45m³/h) - 50Hz; 32 cfm (54m³/h) - 60Hz
DC: 32 cfm (54m³/h)
Connection 3-pole terminal AWG 16 max. (1.5mm²) with strain relief,
clamping torque 0.8Nm max.
Connection housing plastic, UL 94V-0, black
Mounting clip for 35mm DIN rail, EN 60 715
Mounting position vertical
Operating / Storage temperature -49 to +158°F (-45 to +70°C)
Protection class I (grounded)
Protection type IP20
Note: In the case of 24VDC and 48VDC, the fan heater must be switched via a relay.
 
SPECIFICATIONS SUBJECT TO CHANGE WITHOUT NOTICE.

CATALOG DESCRIPTION
IRH250 HEATER, 250 WATT, 110V
IRH400 HEATER, 400 WATT, 110V

MOUNTS TO 35mm DIN RAIL
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Listings
cULus Listed

https://hubbellcdn.com/salesdrawings/HPW_IRH_DRAWING_PDF.pdf
https://hciapps.hubbell.com/hcipunchout/LiteraturePDFS/3C/Original_PLBM005.pdf

