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Application

Quick Connect/Disconnect Signal and Control

General

Color Black

EU RoHS Indicator Yes

Insulation AWM2661 IEC

Item Type Male Straight Plug

Jacket AWM2661 IEC

OEM Brand Name Hubbell Wiring Device-
Kellems

Temperature Rating -20 Deg C to 105 Deg C

UPC 783585030364

Dimensions

Diameter Live Part .99"

Conductor Related

Conductor Type Copper

Number Of Conductors 5-Pole

Logistics

Carton Quantity 10

Product Assets

Installation Manuals - WIRING_PD1619_INSTALLINST
Literature - WIRING_WLFVM034
Literature - Pulp & Paper Solutions
Sales Drawings - WDK_HPMS0_DRAWING_PDF
Warranty - Industrial & Commercial Products

https://www.hubbell.com/hubbell/p/165501
https://www.hubbell.com/hubbell/p/165501
https://www.hubbell.com/hubbell/p/165501
https://hubbellcdn.com/installationmanuals/WIRING_PD1619_INSTALLINST.pdf
https://hubbellcdn.com/literature/WIRING_WLFVM034.pdf
https://hubbellcdn.com/literature/WIRING_WLBVM045.pdf
https://hubbellcdn.com/salesdrawings/WDK_HPMS0_DRAWING_PDF.pdf
https://hubbellcdn.com/warranty/Wiring_WDK_Warranty.pdf

