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Dispositifs à lame droite, prise, DDFT, qualité hospitalière
commerciale, autotest, 15A 125V, 2-pôles 3-fils avec terre, 5-
15R, noir, avec voyant lumineux.

Un fier membre de la famille Hubbell.
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Charactéristiques

Indicateur d'alimentation vert et indicateur de
déclenchement rouge

Technologie brevetée d'autotest AUTOGUARD®

Construction à triple essuyage

Comprend des commandes de capteur de lumière pour
l'allumage et l'extinction automatiques, une double lentille
personnalisée pour une luminosité optimale.

Générale

Couleur Noir

Indicateur EU RoHs Contacter le fabricant

Type Standard

Documentation

Engineering Drawing - GFRST82BKNL AutoCAD Drawing
Installation Manuals - WIRING_PD2082_INSTALLINST
Literature - Hubbell-PRO Hospital Grade TR Receptacles
Literature - AUTOGUARD® Self Test Ground Fault Receptacles
Sales Drawings - WDK_GFRST82BKNL_DRAWINGS_PDF
Warranty - Industrial & Commercial Products

Video - Autoguard GFCI Receptacles

https://www.hubbell.com/hubbellcanada/en/p/4611596
https://www.hubbell.com/hubbellcanada/en/p/4611596
https://www.hubbell.com/hubbellcanada/en/p/4611596
https://hubbellcdn.com/technicaldrawing/WIRING_GFRST82BKNL_M12791_ACAD_DRAWING.dwg
https://hubbellcdn.com/installationmanuals/WIRING_PD2082_INSTALLINST.pdf
https://hubbellcdn.com/literature/Wiring_WLFSB010.pdf
https://hubbellcdn.com/literature/Wiring_WLBG001.pdf
https://hubbellcdn.com/salesdrawings/WDK_GFRST82BKNL_DRAWINGS_PDF.pdf
https://hubbellcdn.com/warranty/Wiring_WDK_Warranty.pdf
https://youtu.be/xG73Hx-UjqU

