
Couvercles anti-intempéries, 1-

groupe, ouverture Décorateur,

montage vertical sur boîtier FS/FD,

gris

Par Hubbell Wiring Device-Kellems
No de catalogue HBL5226

Capots anti-intempéries, 1-groupe, ouverture Décorateur,
montage sur boîtier FS/FD, vertical, gris.
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Charactéristiques

Anti-intempéries pour une utilisation en extérieur

Conçu pour une utilisation dans des endroits humides et
mouillés avec le couvercle fermé

Montage vertical du boîtier à 4 vis

Étanche aux gouttes d'eau en milieu marin.

Générale

Application Ouverture d'un Décorateur

Construction Casting

Couleur Gris

Indicateur EU RoHs Contact Manufacturer

Matériau thermoplastique

Matériel - quincaillerie de
montage

Montage vertical FS/FD- Vis
de fixation

Ouvertures défonçables Aucun

Type Couvertures

Type d’article Couvertures anti-intempéries

Documentation

Engineering Drawing - HBL5226 AutoCAD Drawing
Installation Manuals - WIRING_PD1557_INSTALLINST
Literature - Food Processing Guide
Literature - Hubbell Marine Full Line Catalog
Sales Drawings - WDK_HBL5226_DRAWING_PDF
Warranty - Industrial & Commercial Products
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https://hubbellcdn.com/installationmanuals/WIRING_PD1557_INSTALLINST.pdf
https://hubbellcdn.com/literature/Wiring_WLBVM013.pdf
https://hubbellcdn.com/literature/Wiring_SCM003.pdf
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