LUMINAIRE: CFP24-55/41/3440
CFP Led Edge-Lit, Recessed
2' x 4' Switchable Lumen Flat Panel Set For 3400lm
BALLAST: EDU
BALLAST FACTOR: 1.00
LAMP: LED
FIXTURE LUMENS: 3947
WATTS: 30.76
SHIELDING ANGLE: 0° = 90° = 90
SPACING CRITERION: 0° = 1.27 90° = 1.25
LUMINOUS OPENING IN FEET
LENGTH: 3.81
WIDTH: 1.81
HEIGHT: 0.00
TEST #19.02150
DATE: 12/12/2019
TOTAL LUMINAIRE EFFICIENCY = 100.0
TOTAL LUMENS PER WATT = 128
ANSI/IESNA RP-1-2004 COMPLIANCE: NONCOMPLIANT
COMPARATIVE YEARLY LIGHTING ENERGY COST PER 1000 LUMENS = $1.89
BASED ON 3000 HRS. AND $.08 PER KWH

ZONAL LUMENS

<table>
<thead>
<tr>
<th>ZONE</th>
<th>LUMENS</th>
<th>% LAMP</th>
<th>% FIXTURE</th>
</tr>
</thead>
<tbody>
<tr>
<td>0-30</td>
<td>1062</td>
<td>26.9</td>
<td>26.9</td>
</tr>
<tr>
<td>0-40</td>
<td>1744</td>
<td>44.2</td>
<td>44.2</td>
</tr>
<tr>
<td>0-60</td>
<td>3098</td>
<td>78.5</td>
<td>78.5</td>
</tr>
<tr>
<td>0-90</td>
<td>3947</td>
<td>100.0</td>
<td>100.0</td>
</tr>
<tr>
<td>0-180</td>
<td>3947</td>
<td>100.0</td>
<td>100.0</td>
</tr>
</tbody>
</table>

AVERAGE LUMINANCE CANDELA/SQ M

<table>
<thead>
<tr>
<th>ANGLE</th>
<th>0.0</th>
<th>22.5</th>
<th>45.0</th>
<th>67.5</th>
<th>90.0</th>
</tr>
</thead>
<tbody>
<tr>
<td>0</td>
<td>2126</td>
<td>2126</td>
<td>2126</td>
<td>2126</td>
<td>2126</td>
</tr>
<tr>
<td>30</td>
<td>2091</td>
<td>2094</td>
<td>2089</td>
<td>2076</td>
<td></td>
</tr>
<tr>
<td>40</td>
<td>2062</td>
<td>2062</td>
<td>2058</td>
<td>2050</td>
<td>2056</td>
</tr>
<tr>
<td>45</td>
<td>2046</td>
<td>2040</td>
<td>2037</td>
<td>2024</td>
<td>2031</td>
</tr>
<tr>
<td>60</td>
<td>1926</td>
<td>1914</td>
<td>1901</td>
<td>1895</td>
<td>1898</td>
</tr>
<tr>
<td>65</td>
<td>1858</td>
<td>1836</td>
<td>1836</td>
<td>1806</td>
<td>1821</td>
</tr>
<tr>
<td>70</td>
<td>1766</td>
<td>1739</td>
<td>1743</td>
<td>1707</td>
<td>1721</td>
</tr>
<tr>
<td>75</td>
<td>1628</td>
<td>1604</td>
<td>1604</td>
<td>1574</td>
<td>1580</td>
</tr>
<tr>
<td>80</td>
<td>1465</td>
<td>1420</td>
<td>1429</td>
<td>1384</td>
<td>1402</td>
</tr>
<tr>
<td>85</td>
<td>1236</td>
<td>1200</td>
<td>1218</td>
<td>1164</td>
<td>1182</td>
</tr>
</tbody>
</table>

COEFFICIENTS OF UTILIZATION (%)

<table>
<thead>
<tr>
<th>RC</th>
<th>70%</th>
<th>80%</th>
<th>90%</th>
<th>10%</th>
<th>70%</th>
<th>80%</th>
<th>90%</th>
<th>10%</th>
<th>70%</th>
<th>80%</th>
<th>90%</th>
<th>10%</th>
<th>70%</th>
<th>80%</th>
<th>90%</th>
<th>10%</th>
</tr>
</thead>
<tbody>
<tr>
<td>RW</td>
<td>0</td>
<td>109</td>
<td>99</td>
<td>96</td>
<td>101</td>
<td>91</td>
<td>89</td>
<td>81</td>
<td>75</td>
<td>69</td>
<td>62</td>
<td>56</td>
<td>49</td>
<td>43</td>
<td>37</td>
<td>31</td>
</tr>
<tr>
<td></td>
<td>1</td>
<td>109</td>
<td>104</td>
<td>99</td>
<td>101</td>
<td>98</td>
<td>94</td>
<td>91</td>
<td>87</td>
<td>80</td>
<td>69</td>
<td>59</td>
<td>51</td>
<td>44</td>
<td>37</td>
<td>31</td>
</tr>
<tr>
<td></td>
<td>2</td>
<td>99</td>
<td>90</td>
<td>83</td>
<td>78</td>
<td>88</td>
<td>82</td>
<td>85</td>
<td>79</td>
<td>75</td>
<td>75</td>
<td>69</td>
<td>60</td>
<td>53</td>
<td>46</td>
<td>40</td>
</tr>
<tr>
<td></td>
<td>3</td>
<td>90</td>
<td>79</td>
<td>71</td>
<td>64</td>
<td>87</td>
<td>87</td>
<td>81</td>
<td>75</td>
<td>68</td>
<td>63</td>
<td>66</td>
<td>61</td>
<td>56</td>
<td>50</td>
<td>45</td>
</tr>
<tr>
<td>R</td>
<td>4</td>
<td>82</td>
<td>70</td>
<td>61</td>
<td>54</td>
<td>80</td>
<td>69</td>
<td>60</td>
<td>54</td>
<td>56</td>
<td>53</td>
<td>48</td>
<td>42</td>
<td>37</td>
<td>31</td>
<td>26</td>
</tr>
<tr>
<td></td>
<td>5</td>
<td>76</td>
<td>63</td>
<td>53</td>
<td>47</td>
<td>73</td>
<td>61</td>
<td>53</td>
<td>46</td>
<td>52</td>
<td>46</td>
<td>42</td>
<td>37</td>
<td>31</td>
<td>26</td>
<td>21</td>
</tr>
<tr>
<td></td>
<td>6</td>
<td>70</td>
<td>56</td>
<td>47</td>
<td>41</td>
<td>68</td>
<td>65</td>
<td>55</td>
<td>47</td>
<td>41</td>
<td>46</td>
<td>40</td>
<td>37</td>
<td>31</td>
<td>26</td>
<td>21</td>
</tr>
<tr>
<td></td>
<td>7</td>
<td>65</td>
<td>51</td>
<td>42</td>
<td>36</td>
<td>63</td>
<td>60</td>
<td>50</td>
<td>42</td>
<td>36</td>
<td>41</td>
<td>35</td>
<td>31</td>
<td>26</td>
<td>21</td>
<td>16</td>
</tr>
<tr>
<td></td>
<td>8</td>
<td>60</td>
<td>46</td>
<td>38</td>
<td>32</td>
<td>59</td>
<td>56</td>
<td>46</td>
<td>38</td>
<td>32</td>
<td>44</td>
<td>37</td>
<td>32</td>
<td>28</td>
<td>23</td>
<td>18</td>
</tr>
<tr>
<td></td>
<td>9</td>
<td>56</td>
<td>43</td>
<td>34</td>
<td>29</td>
<td>55</td>
<td>52</td>
<td>46</td>
<td>38</td>
<td>32</td>
<td>41</td>
<td>34</td>
<td>29</td>
<td>24</td>
<td>19</td>
<td>14</td>
</tr>
<tr>
<td></td>
<td>10</td>
<td>53</td>
<td>39</td>
<td>31</td>
<td>26</td>
<td>51</td>
<td>48</td>
<td>41</td>
<td>34</td>
<td>29</td>
<td>31</td>
<td>26</td>
<td>23</td>
<td>18</td>
<td>13</td>
<td>9</td>
</tr>
</tbody>
</table>

ZONAL CAVITY METHOD

R = ROOM CAVITY RATIO  RC = EFFECTIVE CEILING CAVITY REFLECTANCE  RW = WALL REFLECTANCE

THE DATA IN THIS REPORT ARE BASED ON ABSOLUTE MEASUREMENTS.
ANSI/IESNA RP-1 COMPLIANCE IS BASED ON ABSOLUTE MEASUREMENTS.
THIS TEST RUN IN ACCORDANCE WITH CURRENT I.E.S.N.A. PUBLISHED PROCEDURES.

APPROVED BY: ________________

Tel 864 678 1000  701 Millennium Blvd. Greenville, SC 29607
LUMINAIRE: CFP24-55/41/3440
CFP Led Edge-Lit, Recessed
2' x 4' Switchable Lumen Flat Panel Set For 3400lm

<table>
<thead>
<tr>
<th>CANDELA VALUES</th>
</tr>
</thead>
<tbody>
<tr>
<td>ANGLE</td>
</tr>
<tr>
<td>0.0</td>
</tr>
<tr>
<td>2.5</td>
</tr>
<tr>
<td>5.0</td>
</tr>
<tr>
<td>7.5</td>
</tr>
<tr>
<td>10.0</td>
</tr>
<tr>
<td>12.5</td>
</tr>
<tr>
<td>15.0</td>
</tr>
<tr>
<td>17.5</td>
</tr>
<tr>
<td>20.0</td>
</tr>
<tr>
<td>22.5</td>
</tr>
<tr>
<td>25.0</td>
</tr>
<tr>
<td>27.5</td>
</tr>
<tr>
<td>30.0</td>
</tr>
<tr>
<td>32.5</td>
</tr>
<tr>
<td>35.0</td>
</tr>
<tr>
<td>37.5</td>
</tr>
<tr>
<td>40.0</td>
</tr>
<tr>
<td>42.5</td>
</tr>
<tr>
<td>45.0</td>
</tr>
<tr>
<td>47.5</td>
</tr>
<tr>
<td>50.0</td>
</tr>
<tr>
<td>52.5</td>
</tr>
<tr>
<td>55.0</td>
</tr>
<tr>
<td>57.5</td>
</tr>
<tr>
<td>60.0</td>
</tr>
<tr>
<td>62.5</td>
</tr>
<tr>
<td>65.0</td>
</tr>
<tr>
<td>67.5</td>
</tr>
<tr>
<td>70.0</td>
</tr>
<tr>
<td>72.5</td>
</tr>
<tr>
<td>75.0</td>
</tr>
<tr>
<td>77.5</td>
</tr>
<tr>
<td>80.0</td>
</tr>
<tr>
<td>82.5</td>
</tr>
<tr>
<td>85.0</td>
</tr>
<tr>
<td>87.5</td>
</tr>
<tr>
<td>90.0</td>
</tr>
</tbody>
</table>

*MAXIMUM CANDELA VALUE