LUMINAIRE: LCAT22-35VWG-EU
Luminaire: LED Architectural Troffer, Recessed Architectural
2 x 2 led with frosted linear prismed lens
Data Scaled from Test# 16.01442
BALLAST: XI020C056V054BST1
BALLAST FACTOR: 1.00
LAMP: LED
FIXTURE LUMENS: 1614
WATTS: 13.60
MOUNTING: Recessed
SHIELDING ANGLE: 0º = 90º = 90º
SPACING CRITERION: 0º = 1.20 90º = 1.31
LUMINOUS OPENING IN FEET
LENGTH: 1.92
WIDTH: 1.92
HEIGHT: 0.00
TEST #16534
DATE: 6/13/2016
TOTAL LUMINAIRE EFFICIENCY = 100.0
TOTAL LUMENS PER WATT = 119
ANSI/IESNA RP-1-2004 COMPLIANCE: NONCOMPLIANT
COMPARATIVE YEARLY LIGHTING ENERGY COST PER 1000 LUMENS = $2.09
BASED ON 3000 HRS. AND $.08 PER KWH

<table>
<thead>
<tr>
<th>ZONE</th>
<th>LUMENS</th>
<th>% LAMP</th>
<th>% FIXTURE</th>
</tr>
</thead>
<tbody>
<tr>
<td>0-30</td>
<td>408</td>
<td>25.3</td>
<td>25.3</td>
</tr>
<tr>
<td>0-40</td>
<td>668</td>
<td>41.4</td>
<td>41.4</td>
</tr>
<tr>
<td>0-60</td>
<td>1196</td>
<td>74.1</td>
<td>74.1</td>
</tr>
<tr>
<td>0-90</td>
<td>1614</td>
<td>100.0</td>
<td>100.0</td>
</tr>
<tr>
<td>0-180</td>
<td>1614</td>
<td>100.0</td>
<td>100.0</td>
</tr>
</tbody>
</table>

ZONAL LUMENS

<table>
<thead>
<tr>
<th>ANGLE</th>
<th>0.0</th>
<th>22.5</th>
<th>45.0</th>
<th>67.5</th>
<th>90.0</th>
</tr>
</thead>
<tbody>
<tr>
<td>0</td>
<td>1533</td>
<td>1533</td>
<td>1533</td>
<td>1533</td>
<td>1533</td>
</tr>
<tr>
<td>0</td>
<td>1423</td>
<td>1440</td>
<td>1467</td>
<td>1570</td>
<td>1601</td>
</tr>
<tr>
<td>45</td>
<td>1268</td>
<td>1317</td>
<td>1454</td>
<td>1586</td>
<td>1639</td>
</tr>
<tr>
<td>55</td>
<td>1145</td>
<td>1227</td>
<td>1446</td>
<td>1685</td>
<td>1761</td>
</tr>
<tr>
<td>60</td>
<td>1080</td>
<td>1185</td>
<td>1466</td>
<td>1740</td>
<td>1828</td>
</tr>
<tr>
<td>65</td>
<td>1016</td>
<td>1140</td>
<td>1499</td>
<td>1803</td>
<td>1921</td>
</tr>
<tr>
<td>70</td>
<td>939</td>
<td>1110</td>
<td>1537</td>
<td>1912</td>
<td>2040</td>
</tr>
<tr>
<td>75</td>
<td>869</td>
<td>1117</td>
<td>1613</td>
<td>2087</td>
<td>2279</td>
</tr>
<tr>
<td>85</td>
<td>737</td>
<td>1139</td>
<td>1943</td>
<td>2546</td>
<td>2580</td>
</tr>
</tbody>
</table>

AVERAGE LUMINANCE

<table>
<thead>
<tr>
<th>ANGLE</th>
<th>0.0</th>
<th>75</th>
<th>150</th>
</tr>
</thead>
<tbody>
<tr>
<td>0</td>
<td>0</td>
<td>0</td>
<td>0</td>
</tr>
<tr>
<td>22.5</td>
<td>22.5</td>
<td>22.5</td>
<td>22.5</td>
</tr>
<tr>
<td>45.0</td>
<td>45.0</td>
<td>45.0</td>
<td>45.0</td>
</tr>
<tr>
<td>67.5</td>
<td>67.5</td>
<td>67.5</td>
<td>67.5</td>
</tr>
<tr>
<td>90.0</td>
<td>90.0</td>
<td>90.0</td>
<td>90.0</td>
</tr>
</tbody>
</table>

CANDELA/SQ M

<table>
<thead>
<tr>
<th>ANGLE</th>
<th>0.0</th>
<th>22.5</th>
<th>45.0</th>
<th>67.5</th>
<th>90.0</th>
</tr>
</thead>
<tbody>
<tr>
<td>0</td>
<td>1533</td>
<td>1533</td>
<td>1533</td>
<td>1533</td>
<td>1533</td>
</tr>
<tr>
<td>0</td>
<td>1423</td>
<td>1440</td>
<td>1467</td>
<td>1570</td>
<td>1601</td>
</tr>
<tr>
<td>45</td>
<td>1268</td>
<td>1317</td>
<td>1454</td>
<td>1586</td>
<td>1639</td>
</tr>
<tr>
<td>55</td>
<td>1145</td>
<td>1227</td>
<td>1446</td>
<td>1685</td>
<td>1761</td>
</tr>
<tr>
<td>60</td>
<td>1080</td>
<td>1185</td>
<td>1466</td>
<td>1740</td>
<td>1828</td>
</tr>
<tr>
<td>65</td>
<td>1016</td>
<td>1140</td>
<td>1499</td>
<td>1803</td>
<td>1921</td>
</tr>
<tr>
<td>70</td>
<td>939</td>
<td>1110</td>
<td>1537</td>
<td>1912</td>
<td>2040</td>
</tr>
<tr>
<td>75</td>
<td>869</td>
<td>1117</td>
<td>1613</td>
<td>2087</td>
<td>2279</td>
</tr>
<tr>
<td>85</td>
<td>737</td>
<td>1139</td>
<td>1943</td>
<td>2546</td>
<td>2580</td>
</tr>
</tbody>
</table>

ZONAL CAVITY METHOD

<table>
<thead>
<tr>
<th>ZONAL CAVITY METHOD</th>
<th>0%</th>
<th>10%</th>
<th>20%</th>
<th>30%</th>
<th>40%</th>
<th>50%</th>
<th>60%</th>
<th>70%</th>
</tr>
</thead>
<tbody>
<tr>
<td>EFFECTIVE FLOOR CAVITY REFLECTANCE = 20%</td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
</tr>
</tbody>
</table>

<table>
<thead>
<tr>
<th>RCR</th>
<th>0%</th>
<th>10%</th>
<th>20%</th>
<th>30%</th>
<th>40%</th>
<th>50%</th>
<th>60%</th>
<th>70%</th>
</tr>
</thead>
<tbody>
<tr>
<td>R</td>
<td>0</td>
<td>108</td>
<td>119</td>
<td>119</td>
<td>119</td>
<td>119</td>
<td>119</td>
<td>119</td>
</tr>
<tr>
<td>C</td>
<td>0</td>
<td>108</td>
<td>119</td>
<td>119</td>
<td>119</td>
<td>119</td>
<td>119</td>
<td>119</td>
</tr>
<tr>
<td>R</td>
<td>0</td>
<td>108</td>
<td>119</td>
<td>119</td>
<td>119</td>
<td>119</td>
<td>119</td>
<td>119</td>
</tr>
<tr>
<td>R</td>
<td>0</td>
<td>108</td>
<td>119</td>
<td>119</td>
<td>119</td>
<td>119</td>
<td>119</td>
<td>119</td>
</tr>
</tbody>
</table>

THE DATA IN THIS REPORT ARE BASED ON ABSOLUTE MEASUREMENTS.
ANSI/IESNA RP-1 COMPLIANCE IS BASED ON ABSOLUTE MEASUREMENTS.
THIS TEST RUN IN ACCORDANCE WITH CURRENT I.E.S.N.A. PUBLISHED PROCEDURES.

APPROVED BY: ________________
### Photometric Report

**LUMINAIRE:** LCAT22-35VWG-EU  
**LCAT Lead Architectural Troffer, Recessed Architectural**  
2 x 2 led with frosted linear prismatic lens  
Data Scaled from Test# 16.01442  

**TEST #16534**  
**DATE: 6/13/2016**

---

<table>
<thead>
<tr>
<th>ANGLE</th>
<th>0.0</th>
<th>22.5</th>
<th>45.0</th>
<th>67.5</th>
<th>90.0</th>
</tr>
</thead>
<tbody>
<tr>
<td>0.0</td>
<td>525</td>
<td>525</td>
<td>525</td>
<td>525</td>
<td>525</td>
</tr>
<tr>
<td>2.5</td>
<td>524</td>
<td>523</td>
<td>523</td>
<td>523</td>
<td>523</td>
</tr>
<tr>
<td>5.0</td>
<td>522</td>
<td>521</td>
<td>521</td>
<td>521</td>
<td>521</td>
</tr>
<tr>
<td>7.5</td>
<td>519</td>
<td>519</td>
<td>519</td>
<td>519</td>
<td>520</td>
</tr>
<tr>
<td>10.0</td>
<td>514</td>
<td>516</td>
<td>517</td>
<td>518</td>
<td>520</td>
</tr>
<tr>
<td>12.5</td>
<td>508</td>
<td>511</td>
<td>513</td>
<td>514</td>
<td>518</td>
</tr>
<tr>
<td>15.0</td>
<td>500</td>
<td>505</td>
<td>508</td>
<td>509</td>
<td>520</td>
</tr>
<tr>
<td>17.5</td>
<td>496</td>
<td>502</td>
<td>503</td>
<td>520</td>
<td>520</td>
</tr>
<tr>
<td>20.0</td>
<td>488</td>
<td>494</td>
<td>497</td>
<td>520</td>
<td>520</td>
</tr>
<tr>
<td>22.5</td>
<td>479</td>
<td>487</td>
<td>490</td>
<td>520</td>
<td>520</td>
</tr>
<tr>
<td>25.0</td>
<td>468</td>
<td>479</td>
<td>483</td>
<td>520</td>
<td>520</td>
</tr>
<tr>
<td>27.5</td>
<td>457</td>
<td>479</td>
<td>483</td>
<td>520</td>
<td>520</td>
</tr>
<tr>
<td>30.0</td>
<td>444</td>
<td>459</td>
<td>465</td>
<td>520</td>
<td>520</td>
</tr>
<tr>
<td>32.5</td>
<td>431</td>
<td>449</td>
<td>454</td>
<td>520</td>
<td>520</td>
</tr>
<tr>
<td>35.0</td>
<td>416</td>
<td>437</td>
<td>444</td>
<td>520</td>
<td>520</td>
</tr>
<tr>
<td>37.5</td>
<td>402</td>
<td>424</td>
<td>433</td>
<td>520</td>
<td>520</td>
</tr>
<tr>
<td>40.0</td>
<td>385</td>
<td>412</td>
<td>420</td>
<td>520</td>
<td>520</td>
</tr>
<tr>
<td>42.5</td>
<td>370</td>
<td>398</td>
<td>409</td>
<td>520</td>
<td>520</td>
</tr>
<tr>
<td>45.0</td>
<td>352</td>
<td>384</td>
<td>397</td>
<td>520</td>
<td>520</td>
</tr>
<tr>
<td>47.5</td>
<td>335</td>
<td>372</td>
<td>385</td>
<td>520</td>
<td>520</td>
</tr>
<tr>
<td>50.0</td>
<td>318</td>
<td>358</td>
<td>374</td>
<td>520</td>
<td>520</td>
</tr>
<tr>
<td>52.5</td>
<td>301</td>
<td>344</td>
<td>361</td>
<td>520</td>
<td>520</td>
</tr>
<tr>
<td>55.0</td>
<td>284</td>
<td>331</td>
<td>346</td>
<td>520</td>
<td>520</td>
</tr>
<tr>
<td>57.5</td>
<td>268</td>
<td>315</td>
<td>332</td>
<td>520</td>
<td>520</td>
</tr>
<tr>
<td>60.0</td>
<td>251</td>
<td>298</td>
<td>313</td>
<td>520</td>
<td>520</td>
</tr>
<tr>
<td>62.5</td>
<td>235</td>
<td>280</td>
<td>295</td>
<td>520</td>
<td>520</td>
</tr>
<tr>
<td>65.0</td>
<td>217</td>
<td>261</td>
<td>278</td>
<td>520</td>
<td>520</td>
</tr>
<tr>
<td>67.5</td>
<td>200</td>
<td>243</td>
<td>259</td>
<td>520</td>
<td>520</td>
</tr>
<tr>
<td>70.0</td>
<td>180</td>
<td>224</td>
<td>239</td>
<td>520</td>
<td>520</td>
</tr>
<tr>
<td>72.5</td>
<td>161</td>
<td>204</td>
<td>220</td>
<td>520</td>
<td>520</td>
</tr>
<tr>
<td>75.0</td>
<td>143</td>
<td>185</td>
<td>202</td>
<td>520</td>
<td>520</td>
</tr>
<tr>
<td>77.5</td>
<td>124</td>
<td>167</td>
<td>182</td>
<td>520</td>
<td>520</td>
</tr>
<tr>
<td>80.0</td>
<td>105</td>
<td>144</td>
<td>159</td>
<td>520</td>
<td>520</td>
</tr>
<tr>
<td>82.5</td>
<td>84</td>
<td>115</td>
<td>126</td>
<td>520</td>
<td>520</td>
</tr>
<tr>
<td>85.0</td>
<td>58</td>
<td>76</td>
<td>77</td>
<td>520</td>
<td>520</td>
</tr>
<tr>
<td>87.5</td>
<td>25</td>
<td>28</td>
<td>28</td>
<td>520</td>
<td>520</td>
</tr>
<tr>
<td>90.0</td>
<td>0</td>
<td>0</td>
<td>0</td>
<td>0</td>
<td>0</td>
</tr>
</tbody>
</table>

*MAXIMUM CANDELA VALUE*