Photometric Report

LUMINAIRE: LCAT24-950VLG-EDU
LCAT Led Architectural Troffer, Recessed Architectural
2x2 led with frosted linear prismatic lens
Data Scaled from Test# 16.02952
BALLAST: X1075C200V054BST1
BALLAST FACTOR: 1.00
LAMP: Led
FIXTURE LUMENS: 6537
WATTS: 57.50
MOUNTING: Recessed
SHIELDING ANGLE: 0º = 90º = 90º
SPACING CRITERION: 0º = 1.20    90º = 1.32
LUMINOUS OPENING IN FEET
LENGTH: 3.92
WIDTH: 1.92
HEIGHT: 0.00

ZONAL LUMENS

<table>
<thead>
<tr>
<th>ZONE</th>
<th>LUMENS</th>
<th>% LAMP</th>
<th>% FIXTURE</th>
</tr>
</thead>
<tbody>
<tr>
<td>0-30</td>
<td>1661</td>
<td>25.4</td>
<td>25.4</td>
</tr>
<tr>
<td>0-40</td>
<td>2723</td>
<td>41.7</td>
<td>41.7</td>
</tr>
<tr>
<td>0-60</td>
<td>4848</td>
<td>74.2</td>
<td>74.2</td>
</tr>
<tr>
<td>0-90</td>
<td>6537</td>
<td>100.0</td>
<td>100.0</td>
</tr>
<tr>
<td>0-180</td>
<td>6537</td>
<td>100.0</td>
<td>100.0</td>
</tr>
</tbody>
</table>

AVERAGE LUMINANCE

<table>
<thead>
<tr>
<th>ANGLE</th>
<th>0.0</th>
<th>22.5</th>
<th>45.0</th>
<th>67.5</th>
<th>90.0</th>
</tr>
</thead>
<tbody>
<tr>
<td>0</td>
<td>3051</td>
<td>3051</td>
<td>3051</td>
<td>3051</td>
<td>3051</td>
</tr>
<tr>
<td>30</td>
<td>2850</td>
<td>2877</td>
<td>2999</td>
<td>3080</td>
<td>3151</td>
</tr>
<tr>
<td>40</td>
<td>2666</td>
<td>2735</td>
<td>2952</td>
<td>3108</td>
<td>3200</td>
</tr>
<tr>
<td>45</td>
<td>2544</td>
<td>2650</td>
<td>2917</td>
<td>3133</td>
<td>3236</td>
</tr>
<tr>
<td>50</td>
<td>2421</td>
<td>2554</td>
<td>2886</td>
<td>3162</td>
<td>3291</td>
</tr>
<tr>
<td>55</td>
<td>2286</td>
<td>2449</td>
<td>2855</td>
<td>3219</td>
<td>3366</td>
</tr>
<tr>
<td>60</td>
<td>2151</td>
<td>2351</td>
<td>2855</td>
<td>3312</td>
<td>3481</td>
</tr>
<tr>
<td>65</td>
<td>2003</td>
<td>2257</td>
<td>2893</td>
<td>3455</td>
<td>3645</td>
</tr>
<tr>
<td>70</td>
<td>1848</td>
<td>2191</td>
<td>2998</td>
<td>3684</td>
<td>3906</td>
</tr>
<tr>
<td>75</td>
<td>1691</td>
<td>2188</td>
<td>3216</td>
<td>4072</td>
<td>4382</td>
</tr>
<tr>
<td>80</td>
<td>1491</td>
<td>2281</td>
<td>3682</td>
<td>4859</td>
<td>5230</td>
</tr>
<tr>
<td>85</td>
<td>1362</td>
<td>2642</td>
<td>4546</td>
<td>5448</td>
<td>5694</td>
</tr>
</tbody>
</table>

COEFFICIENTS OF UTILIZATION (%)

<table>
<thead>
<tr>
<th>RC</th>
<th>80%</th>
<th>70%</th>
<th>60%</th>
<th>50%</th>
<th>40%</th>
<th>30%</th>
<th>20%</th>
<th>10%</th>
<th>0%</th>
</tr>
</thead>
<tbody>
<tr>
<td>RW</td>
<td>70%</td>
<td>50%</td>
<td>30%</td>
<td>10%</td>
<td>70%</td>
<td>50%</td>
<td>30%</td>
<td>10%</td>
<td>0%</td>
</tr>
<tr>
<td>0</td>
<td>119</td>
<td>119</td>
<td>119</td>
<td>119</td>
<td>116</td>
<td>116</td>
<td>116</td>
<td>116</td>
<td>111</td>
</tr>
<tr>
<td>1</td>
<td>107</td>
<td>102</td>
<td>97</td>
<td>93</td>
<td>105</td>
<td>100</td>
<td>96</td>
<td>92</td>
<td>96</td>
</tr>
<tr>
<td>2</td>
<td>97</td>
<td>88</td>
<td>81</td>
<td>75</td>
<td>94</td>
<td>86</td>
<td>80</td>
<td>74</td>
<td>83</td>
</tr>
<tr>
<td>3</td>
<td>88</td>
<td>77</td>
<td>68</td>
<td>62</td>
<td>86</td>
<td>76</td>
<td>67</td>
<td>61</td>
<td>72</td>
</tr>
<tr>
<td>R</td>
<td>4</td>
<td>81</td>
<td>68</td>
<td>59</td>
<td>52</td>
<td>78</td>
<td>67</td>
<td>58</td>
<td>51</td>
</tr>
<tr>
<td>C</td>
<td>5</td>
<td>74</td>
<td>61</td>
<td>51</td>
<td>44</td>
<td>72</td>
<td>60</td>
<td>51</td>
<td>44</td>
</tr>
<tr>
<td>R</td>
<td>6</td>
<td>68</td>
<td>55</td>
<td>45</td>
<td>39</td>
<td>66</td>
<td>54</td>
<td>45</td>
<td>39</td>
</tr>
<tr>
<td>7</td>
<td>63</td>
<td>49</td>
<td>40</td>
<td>34</td>
<td>42</td>
<td>49</td>
<td>40</td>
<td>34</td>
<td>39</td>
</tr>
<tr>
<td>8</td>
<td>59</td>
<td>45</td>
<td>36</td>
<td>30</td>
<td>57</td>
<td>44</td>
<td>36</td>
<td>30</td>
<td>43</td>
</tr>
<tr>
<td>9</td>
<td>55</td>
<td>41</td>
<td>33</td>
<td>27</td>
<td>54</td>
<td>41</td>
<td>33</td>
<td>27</td>
<td>39</td>
</tr>
<tr>
<td>10</td>
<td>52</td>
<td>38</td>
<td>30</td>
<td>25</td>
<td>50</td>
<td>38</td>
<td>30</td>
<td>25</td>
<td>27</td>
</tr>
</tbody>
</table>

ZONAL CAVITY METHOD

THE DATA IN THIS REPORT ARE BASED ON ABSOLUTE MEASUREMENTS.
ANSI/IESNA RP-1-2004 COMPLIANCE: NONCOMPLIANT
COMPARATIVE YEARLY LIGHTING ENERGY COST PER 1000 LUMENS = $2.12
BASED ON 3000 HRS. AND $.08 PER KWH

APPROVED BY:__________

Tel 864 678 1000 701 Millennium Blvd. Greenville, SC 29607
**Photometric Report**

**LUMINAIRE:** LCAT24-950VLG-EDU  
LCAT Led Architectural Troffer, Recessed Architectural  
2x2 led with frosted linear prismatic lens  
Data Scaled from Test# 16.02952

<table>
<thead>
<tr>
<th>ANGLE</th>
<th>0.0</th>
<th>22.5</th>
<th>45.0</th>
<th>67.5</th>
<th>90.0</th>
</tr>
</thead>
<tbody>
<tr>
<td>0.0</td>
<td>2133</td>
<td>2133</td>
<td>2133</td>
<td>2133</td>
<td>2133</td>
</tr>
<tr>
<td>2.5</td>
<td>2130</td>
<td>2123</td>
<td>2134</td>
<td>2130</td>
<td><strong>2145</strong></td>
</tr>
<tr>
<td>5.0</td>
<td>2121</td>
<td>2114</td>
<td>2126</td>
<td>2124</td>
<td>2141</td>
</tr>
<tr>
<td>7.5</td>
<td>2105</td>
<td>2100</td>
<td>2114</td>
<td>2114</td>
<td>2133</td>
</tr>
<tr>
<td>10.0</td>
<td>2085</td>
<td>2081</td>
<td>2099</td>
<td>2102</td>
<td>2122</td>
</tr>
<tr>
<td>12.5</td>
<td>2060</td>
<td>2058</td>
<td>2079</td>
<td>2085</td>
<td>2108</td>
</tr>
<tr>
<td>15.0</td>
<td>2028</td>
<td>2028</td>
<td>2054</td>
<td>2064</td>
<td>2091</td>
</tr>
<tr>
<td>17.5</td>
<td>1999</td>
<td>1993</td>
<td>2025</td>
<td>2041</td>
<td>2069</td>
</tr>
<tr>
<td>20.0</td>
<td>1946</td>
<td>1953</td>
<td>1991</td>
<td>2013</td>
<td>2043</td>
</tr>
<tr>
<td>22.5</td>
<td>1898</td>
<td>1908</td>
<td>1954</td>
<td>1981</td>
<td>2014</td>
</tr>
<tr>
<td>25.0</td>
<td>1845</td>
<td>1859</td>
<td>1911</td>
<td>1946</td>
<td>1981</td>
</tr>
<tr>
<td>27.5</td>
<td>1786</td>
<td>1803</td>
<td>1866</td>
<td>1908</td>
<td>1948</td>
</tr>
<tr>
<td>30.0</td>
<td>1726</td>
<td>1742</td>
<td>1816</td>
<td>1865</td>
<td>1908</td>
</tr>
<tr>
<td>32.5</td>
<td>1651</td>
<td>1681</td>
<td>1762</td>
<td>1821</td>
<td>1862</td>
</tr>
<tr>
<td>35.0</td>
<td>1582</td>
<td>1610</td>
<td>1705</td>
<td>1773</td>
<td>1816</td>
</tr>
<tr>
<td>37.5</td>
<td>1504</td>
<td>1543</td>
<td>1645</td>
<td>1719</td>
<td>1768</td>
</tr>
<tr>
<td>40.0</td>
<td>1428</td>
<td>1465</td>
<td>1581</td>
<td>1665</td>
<td>1714</td>
</tr>
<tr>
<td>42.5</td>
<td>1341</td>
<td>1389</td>
<td>1512</td>
<td>1607</td>
<td>1658</td>
</tr>
<tr>
<td>45.0</td>
<td>1255</td>
<td>1310</td>
<td>1442</td>
<td>1549</td>
<td>1600</td>
</tr>
<tr>
<td>47.5</td>
<td>1177</td>
<td>1229</td>
<td>1368</td>
<td>1485</td>
<td>1539</td>
</tr>
<tr>
<td>50.0</td>
<td>1088</td>
<td>1148</td>
<td>1297</td>
<td>1421</td>
<td>1479</td>
</tr>
<tr>
<td>52.5</td>
<td>1003</td>
<td>1063</td>
<td>1222</td>
<td>1354</td>
<td>1417</td>
</tr>
<tr>
<td>55.0</td>
<td>917</td>
<td>982</td>
<td>1145</td>
<td>1291</td>
<td>1350</td>
</tr>
<tr>
<td>57.5</td>
<td>832</td>
<td>901</td>
<td>1071</td>
<td>1225</td>
<td>1283</td>
</tr>
<tr>
<td>60.0</td>
<td>752</td>
<td>822</td>
<td>998</td>
<td>1158</td>
<td>1217</td>
</tr>
<tr>
<td>62.5</td>
<td>669</td>
<td>742</td>
<td>927</td>
<td>1087</td>
<td>1145</td>
</tr>
<tr>
<td>65.0</td>
<td>592</td>
<td>667</td>
<td>855</td>
<td>1021</td>
<td>1077</td>
</tr>
<tr>
<td>67.5</td>
<td>516</td>
<td>596</td>
<td>787</td>
<td>948</td>
<td>1007</td>
</tr>
<tr>
<td>70.0</td>
<td>442</td>
<td>524</td>
<td>717</td>
<td>881</td>
<td>934</td>
</tr>
<tr>
<td>72.5</td>
<td>371</td>
<td>459</td>
<td>649</td>
<td>808</td>
<td>863</td>
</tr>
<tr>
<td>75.0</td>
<td>306</td>
<td>396</td>
<td>582</td>
<td>737</td>
<td>793</td>
</tr>
<tr>
<td>77.5</td>
<td>243</td>
<td>337</td>
<td>514</td>
<td>668</td>
<td>721</td>
</tr>
<tr>
<td>80.0</td>
<td>181</td>
<td>277</td>
<td>447</td>
<td>590</td>
<td>635</td>
</tr>
<tr>
<td>82.5</td>
<td>130</td>
<td>217</td>
<td>374</td>
<td>484</td>
<td>514</td>
</tr>
<tr>
<td>85.0</td>
<td>83</td>
<td>161</td>
<td>277</td>
<td>332</td>
<td>347</td>
</tr>
<tr>
<td>87.5</td>
<td>41</td>
<td>88</td>
<td>141</td>
<td>150</td>
<td>157</td>
</tr>
<tr>
<td>90.0</td>
<td>0</td>
<td>0</td>
<td>0</td>
<td>0</td>
<td>0</td>
</tr>
</tbody>
</table>

*MAXIMUM CANDELA VALUE*